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KUBOTA DIESEL TRACTOR



Threepowertd tansmissions are available

to meetyour needs.Whicheveryou choose,

you'llget smoothand comfortableshifting

pertormance.
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Aduanced

Tractors

BuiltMoreforYou

andtheEarth.

Introducingthe new M8560and M9960tractors.Thesenew top-of-the-line

M'Seriestractorshavebeenredesignedand re-equippedwith advanced

featuresincludingan new front mask,GommonRailsystem (cRSl



Kubota's

cleanlow-noise

engines

deliverEarth-and

riendly performance.
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The M8560/M9960

CRSengines

complywith InterimTierlV EPA

emissionregulations.
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ConstantRPMManagement



InterimTierlV Emission

Regulations



Low Noiseand LowVibration



The M8560/M9960

enginesfeaturea

governorthatgivesyou

new electronic

electronic

controlof engineRPM.

Activatingthe systemkeepsengrne

revolution

constant,preventing

dropsin

PTOspeedand enablingstable

operation.lt makesworkingwithPTOdrivenimplements

muchmoreefficient.



Tohelpreduceoperator

fatigueand

stress,

theCRSengines

havebeen

specially

designed

to minimize

noise

andvibration.

Thisisaccomplished

throughseveralinnovative

technologies.

Noiseis reduced

through

a ladder

framecrankshaft

support,givingthe

enginesa stifferstructure

andthus

lowernoise.Alsoa geartrainonthe

flywheel

sidereducesthegear

chattering

noisecausedby crankshaft

torsionandbending.Vibration

is

lowered

throughtheapplication

of

compact.

built-in

balancers.
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givesyouthetractor

Achoiceofthreetransmissions

performance

youneedwithlesshassle.
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F8/RSTransmission

fourspeedsof the mainshrftand a

Synchronized

highilowrangesupplytractorswith8 Forward

and B Reversespeeds.The mainshiftallowsyou

to shift "onthe fly" makingoperationsmooth



(Factoryoption)

Fl AR12Transmission

Forheavy-duty

worksuchas plowing,haywork

and heavytrailerapplications,

the M8560and

M9960can be equippedwithan F12lR12

transmission,

Thistransmission

features

six

speedsof the mainshiftand a high/lowrange

givingit a totalof 12 Forwardand 12 Reverse

speeds,
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F2$lR2(Transmission

with Dual

Speed(Factoryoption)

The M9960CAB modelscan be fittedwiththe

f24ln24 transmission

for userswho demand

maximumperformance.

Withsix synchromesh

speedsin the mainshift,DualSpeedwhichoffers

rnstantupshiftsand downshifts,

and a high/low

range,it offers24 Forwardand 24 Feverse

speeds.



(F241R24

M9960HDC24TRAVEHI,IG

SPEED

w/ DualSpeed,18.4-30reartires)@ ratedenginerpm

(mph)
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Morespaceandmorevisibilitymakeourcaba

greatplaceto work.
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CurvedUpperWindshield



FrontWiper



Thecurvedupperwindshield

increasesupwardvisibility,

makingit

especiallyhandywhenraisingthe

FrontLoader.



Toincrease

visibility

on rainy

daysandto increase

operator

safety,the M-Serieshasa

pantograph

stylefrontwiper.

Theuniquedesignof thiswiper

givesit a widercoveragearea.



RoundedGlass

We'veroundedtheCabglassof our
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UltraGrandCab

The innovatrve

and stylishdesignof the

new M8560/M9960

cab givesthe

operatora morecomfortableand

spaciousyeararoundenvironment,

Rubbercushionsare newlyadoptedto

furtherenhancedrivingcomfort.



GabHeadroom

Thearchedbeaminthefrontof the

ArlCcomponents

cab andrelocated

M8560/M9960

allowed

designers

to



extendthe heightof the roof,This

featureprovidesabundantheadroom

and a widefieldof vision,makingit

especially

helpfulwhenusingthe front

loader.
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Tilt SteeringWheel

Easy-Step

Thesteering

wheelof thecabgetsout

of thewaywhentheoper,ator

is

dismounting

thetractor.

Juststepon a

pedalandraisethesteering

wheelto

position.

itsoriginal
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Aspacious

andergonomically

designed

cabbrings

totheworkplace.

comfort



C

NewFunctionalPlatform

TheMB56O/M9960

cab has been

redesigned

for betterergonomics.

All

levers(exceptthe 4WD lever)and

electricalswitchesare locatedon the

rightsidefor easyaccessand

continuous

operations.
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Long-lasting

strength,

durability

andreliability

to

tacklejustaboutanything

withease.
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HydraulicIndependentPTO

Pullingliftingcuttingor baling;the

standard540 rpm hydraulic

independent

PTOof the Kubota

M-Series

tractorsmakesyourtoughest

workeasierSelf-modulation

engagement

withan ElectricPTO

Switchmeansimplements

likea rear

cutterengagesmoothly.

The PTO

brakeengageswhentheclutchis shut

off and securelyholdsthe PTOshaft.

ThePTOclutchcan be hydraulically

engagedand disengaged

on thego.

Thismeansmowing,operating

hay

equipment

or sprayingorchardsarear

mademoreefficientlOOOrpm

and

54OEPTOsareoptionally

available
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Hydraulics

Thehydraulics

on the M-Series

are

state-of-the-art.

Externalhydraulic

cylindersimprovethe liftingpowerand

offereasiermaintenanceTheM8560/

M9960oHera largepumpcapacityol

1 7 g p m( 1 5 . 9 9 p m

f o rR O P Sm o d e l s ) .

As a result,the frontloadercycletimes

are short,increasing

productivity

and

facilitating

operation.

One(SCD)

hydraulicremotevalveis standard,with

the optionto add up to 2 more,plusan

optionalflowcontrolvalveto controlthe

o i l f l o wv o l u m e .



Bevel-GearFrontAxle

Thebevel-gear

frontaxleprovidesthe

M8560/M9960

withgreaterall-around

maneuverability.

lt enablesM8560l

M9960tractorsa tighterturningradius

thaneverbefore-anamazing55

degrees.Thrsmakeseasyworkof jobs

in tightspaces.LimitedSlipDifferential



on the frontand Differential

Lockon the

reararestandardfeatures,

olfering

increasedstabilityand tractionon

groundconditions.

challenging



3-PointHitch

TheCategoryII3-pointhitchesprovide

fastand simpleattachment

of rearmountedimplementsOn the M8560and

M9960lt is 4630lbs(2100k9),withan

optionof 727Slbs(3300k9).Formodels

withthe F12lR12 and F24lR24

transmissions,

it is 7275lbs(3300k9).



FloatingLift Rods

Floatingliftrodsarestandardon both

sidesof the M8560and M9960.Floating

liftrodsgivethe M8560/M9960tractorsa

smootherrideand enhancedtraction

whileusingthe3-pointhitch,especially

on uneventerratn.



TelescopicLowerLink Ends

Thetelescopiclowerlinkends,slandard

on M8560iM9960models,further

facilitateimplementattachment.



putspower

FrontLoader

TheM-Series

and

visibilityfrontandcenter.



PowerfullyDesigned

increasedlifting

The KubotaM-SeriesFrontLoaderprovidesdramatically

power,perfectfor farmuse.lts designhasalsobeenfullyintegrated

intothe

tractordesignwitha slantedboomto matchthe tractor'shood.Thisnotonly

givesthe M-Seriesa sleekerlookit suppliesthe operatorwithmorevisibility

and clearersightlinesto the bucketand loadersides.



LiftingPowerand Height

Twoseparate

boomcylinderfulcrum

points(Powerposition

andHeight

position)

giveyoutheoptionto

FrontLoader

increase

theM-Series

liftingpoweror heightbasedon

yourneeds.Whenusingthepallet
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Joystick Control



Quick-MountAttach/Detach



Locatedin frontof the controlconsolefor eas,

access,the joystickotfersyouthe abilityto

controlthe movementand speedof the loader

witha singleieverTheSeriesCircuitmakes

boomand bucketoperation

simullaneous

possiblewhilethe Regenerative

BucketDump

C i r c u iet n a b l e q

suick

dumoinofor

t(

operation

efficie"nt

withquickcycle

times.
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Attachor detachthe frontloaderin

momentswithoutthe use of tools.The

pinsmake

boomstandsand mounting

t hs t a s ka s n a p a

, l l o w i nagn e x l r a

measureof productivity

and tractor

Hydraulic

versatility.

A single-lever

available

for

QuickCoupler(option),

hydraulic

fittings,

allows

the loader's

youto release

allfourlinesat once.
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RubberCaps

Rr rhhor
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dripshelpingto keepthe

operator's

clothesclean.The
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look.

moreappealing



Model

Tractorapplications

BoomCylinder

Fulcrum

MaximumLiftHeight(Pivotpin)



QuickCoupler

ThisstandardM-Series

featuremakes

attachingbuckets,balespearsand

palletforksquickand easy.



4-Bar

Linkage

-hanks



to an upgraded4-barbucket

-,nkage, the rollbackand dumping

anglehas beenincreasedfor quicker

scoopingand dumping"



Clearance

w/Attachment

Dumo

Reach@ Maximum

Maximum

DumpAngle

Reachw/Attachment

on Ground

MaximumBollbackAngle

Depth(WhenBucketis Leve,

OverallHeightin CarryPosition

MaterialBucketWidth/ capacity(Heaped)

LiftCapacity(BucketCente$

RaisingTimeto FullHeightMout Load

timew/outLoad(powerdown),r

Attachment

RollbackTime

Attachment

DumpingTime

'')MStandardvalves.



LA1353

M8560,M9960

Powerposition

i n .( m m )

i n .( m m )

in.(mm)

degrees

in.(mm)

degrees

i n .( m m )

in.(mm)

in./cu.ft.(m:)



(s700)

145.7



131.9(3350)

94.7 (2405)

45.2(1149)



87.9 (2233)



7 . 8( 1 e B )



7.3 (185)

(1695)

66.7

72 | 19.43(0.55),84 t 22.60(0.64)

2977 (1350)

4.6



second



3"1

z.o



second



1.2



Specifications

2WD



4WD



HF / HFC



ROPS / CAB



HD / HDC



2WD



HD12 / HDC12



HF / HFC



v3800-cR-TE4



Engine

Type (Make



4 cylinder in-line,Common Rail System, direct Inject. 4 cylinder in-line, Common Rail System, direct lnject. Winter cooler



: KUBOTA)



4 turbocharoed



No. of cylinders/Aspiration



HP (kW)

HP (kw)

c u . i n .( c c )



Engine net power

PTO power

Total displacement

Rated engine RPM



85_5 (63.8)



1OO (74.6)



76 (56.7)



89 (66.4)



Fuel tank capacity



gal. (1)



Transmission

No. of speeds



FalRa



Main gear shift



Fully synchronized



F12/P.12



F12 / n12



Fa/RA

Fully synchronized

(4 speed)



Fully synchro

(6 speed)



(4 speed)



F24 / F.24



Fully synchronized (6 speed)

Standard



N/A



Dual speed (Hi-Lo)



Hyd raulic-shuttle



Shutlle shift



Multiole wet disc



Main clutch type



Hydraulic wet disc



Brake type

Differential



J



230 (3769)

2400 / 2600

2 3 . 8 ( 9 o ) o n R O P S m o d e l , 2 9 . 1 ( 1 1 O )o n C A B m o d e l

4 5 A m p o n R O P S m o d e l , 6 0 A m p o n C A B m o d e l , 1 O OA m p : O P T



ROPS/CAB



Alternator



lock (Fronl / Rear)



Limited Slip Ditferential / Mechanical

Mechanical



4WD clutch type

PTO

Type



Live -independent



Hydraulics

Pump capacity(3-PointHitch)ROPS/CAB gpm(i/min.)



PTO, electro-hydraulic



clutch with brake



15.9 (60.0) / 17.O (64-3)



3-Point Hitch



Telescopic



lower link ends, Telescopic



Stabilizers



II



Category



Position, draft (top link sensing)



Control system

Lift capacity at 24 in. behind lilt point lbs. (kg)



4630 (21 o0), 7275 (33OO):OPr



727 5 (33OO)



&amp; mixed control



727s (33OO)



4630 (21 oo), 7275 (3300): OPT



Two external cylinders



Cylinder type

No. of standard



Electric

overhydraulic



54O (54O / 54OE, 54O / 1 OOO:OPT)



rpm



Speed



'1 (2nd,



remote valves



Other features

4WD system



3rd &amp; f low control valve optional)



Bevel gear type



Bevel gear type

Hydrostatic



Steering

Tilt steering



power steering



Standard

Full open, slanted, steel / Hanging



Hood type / Pedal type

Deck type (lSO-mounted



w/rubber mat)



Semi-flat on ROPS



models, full-flat on CAB models



Electronic

Wide, round



Panel type

Fender shape

Standard



M9960

4WD

HD/HDC

HD.12lHDC-12- /HDc24

v3aoo-cR-TlE4



M8560



Model



tlre size

7.50-18 F2



Front

Rear

Dimensions

&amp; weight

ROPS models

Overall length

Overall height



n1



Rl



in. (mm)



153.O (3885)



148.O (3760)



1 s 3 . O( 3 8 8 5 )



148.O (3760)



in. (mm)



153.O (3885)



1 5 3 . O( 3 8 8 5 )



top of ROPS



in. (mm)



148.O (3760)

99.O (2s1O)



148.o (3760)

99.8 (2535)



top of CAB



in. (mm)

in. (mm)



2WD models



in. (mm)



4WD models



in. (mm)



Crop clearance (Front axle)

Tread width



12.4-24

't8.4-30



CAB models



Overall widlh (minimum)

Wheelbase



7.50-'ta F2



1 1. 2 - 2 4 R 1

1a.4-2a R1



Front



Rear

Turning radius (w/o brake)

Tractor weight

ROPS models

CAB models



1OO.2(254s)

78.O (199O)



101 .O (2570)



7 8 . O( 1 9 9 O )



79.O-(2O1O)



in. (mm)



20.5 (52O)



in. (mm)



56.7-40.3

('144O-2O4O)



79.O (2O1O)



90 (2285)



90 (2285)



88.6 (2250)

1e.7 (5oO)



88.6 (2250)



2O.5(52O)



16Po) &lt;ff;6--23f",

se.B-63.a(1s2o,



in. (mm)

ft.(m)

lbs. (kg)



12.1 (3.7\



13.8 (4.2)



12.1 (3.7)



54oo (2450)



5820 (2640)



5535 (2510)



lbs. (kg)



6260 (2840)



66eO (3O3O)



6395 (29OO)



19.7 (5OO)

59.8-63.8 (152O,1620)



59.8-75.6 (152O-192O)



13.a @.2)

5950 (27OO)

681O (3O9O)



The company reservesthe right to change the above specificationswithoutnotice.Thisbrochurcis for descriptivepurpose only

Some of the items picturedin this brochureare optional,and not standardequipment.Pleasecontactyour local Kubotadealer for warranty,safety or product information

For your safety,KUBOTAstronglyrecommendsthe use of a BolloverProtectiveStructure(ROPS)and seat belt in almost all applications.Notfor sale in Nebruska.

O2011 KubotaCorporation
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IT'S THE



WAY



Cat.No.5377-0

1 - C AP r i n t e d i n J a p a n . D . B E X1. 1

' -OCT












        

  


      Download Kubota New Tier Euro IV M60 Series M 8560 and M 9960 Brochure.PDF

        


        Kubota New Tier Euro IV M60 Series M 8560 and M 9960 Brochure.PDF (PDF, 16.66 MB)

        

        Download PDF


        

    


  




        
  Share this file on social networks

  

  

  
    
      
    
     
  
    
      
    
     
  
    
      
    
     
  
    
      
    
  
  







        
  
  Link to this page

  


  Permanent link

    Use the permanent link to the download page to share your document on Facebook, Twitter, LinkedIn, or directly with a contact by e-Mail, Messenger, Whatsapp, Line..


  
  
  Copy link
  

  

  
      


      Short link

      Use the short link to share your document on Twitter or by text message (SMS)


      
        
          
          Copy link
        

      
      

  


  HTML Code

    Copy the following HTML code to share your document on a Website or Blog


  
  
    PDF Document Kubota New Tier Euro IV M60 Series M 8560 and M 9960 Brochure.PDF
    Copy code
  

  
  



  QR Code to this page

    

      [image: QR Code link to PDF file Kubota New Tier Euro IV M60 Series M 8560 and M 9960 Brochure.PDF]

      


      
  

  
  




This file has been shared publicly by a user of PDF Archive.

Document ID: 0000040178.

 Report illicit content





      

    

  













  
  
    
      
        
          [image: PDF Archive]
        

        
          2023 · 
          Legal notice · 
          Terms of use

          Privacy policy / GDPR ·

          Privacy settings ·

          Contact
          

          Report illicit content · 
          FR · 
          EN
        

      

    

  





















    