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1. Introduction

1.1 Typical Specification

Name

Resolution

Pixel size



Specification

2098 Tri-Linear CCD (KLI-2113)

14×14 (µm×µm) (8 lines spacing)



MAX. date rate



20 MHz×3



MAX. line rate

Lens mount

Spectral response



≈9.2 KHz



Analog data format

Digital IO format

Sync modes

Integration time

Gain &amp; Offset

Power supply

Power dissipation

Working temp.



～



Weight



～



0V

5V @ 75Ω coax axial connectors

RS-644 LVDS / 5V TTL for BNC SYNC output

Free-run / External Sync / External Clock

16 bit via Serial

through potentiometer on board

12 VDC, 5%

&lt; 4W

-10 to 50 / 20% to 80%



℃ ℃

-40℃ to 75℃ / 10% to 90%



Storage temp.

Dimensions



Nikon F-Mount

400nm

700nm Typical



100mm(W)×100mm(H)×66.2mm(D) with lens

mount

&lt; 500 GM

Table 1-Camera Specifications



1.2 Safety Measure

1.2.1 Supply voltage Limitation

MIN.

11.4 V DC



TYP.

12V DC



MAX.

12.6 V DC



Table 2-Limits for Supply Voltage



1.2.2 Power Supply of camera

Warning!

• Check camera supply voltage before using the camera.

 Cut-off camera’s power supply before plug or un-plug and connectors.

 Do not reverse the polarity of the input power! Reversing the polarity of the input

power can severely damage the camera and leave it non-operational.
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Information!

Without sufficient cooling, the camera can get hot enough during operation. Allow

sufficient air circulation around the camera to prevent internal heat build-up in your

system and to keep the camera housing temperature during operation below

50°C. Provide additional cooling such as fans or heat sinks if necessary.



1.2.3 Warranty





Camera comes with 12 months warranty from the date of Invoice subject to following below terms.







Do not remove any of the camera’s labels. If labels are removed, user accepts that the warranty of

the camera is void.







Read this Manual first before using the camera







Keep foreign matter outside of the camera







Do not open the housing. Touching internal components may damage them. Be careful not to allow

liquids, flammable, or metallic material inside the camera housing. If operated with any foreign

matter inside, the camera may fail or cause a fire.







Electromagnetic fields: Do not operate the camera in the vicinity of strong electromagnetic fields.

Avoid electrostatic charging.









Transporting: Only transport the camera in its original packaging. Do not discard the packaging.

Cleaning: Avoid cleaning the surface of the CCD sensor if possible. If you must clean it, use a soft,

lint free cloth dampened with a small quantity of high quality window cleaner. Do not use ethylated

alcohol. Because electrostatic discharge can damage the CCD sensor, you must use a cloth that

will not generate electrostatic charge during cleaning (cotton is a good choice).







To clean the surface of the camera housing, use a soft, dry cloth. To remove severe stains, use a

soft cloth dampened with a small quantity of neutral detergent, then wipe dry. Do not use volatile

solvents such as benzene and thinners; they can damage the surface finish of the camera.
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2. Electrical &amp; Interface

2.1 Connectors

3

3

3



2

4

1

5

Figure 1 Connectors of the camera

Notes

1

2

3

4

5



LED Status

Power &amp; I/O connector

Analog BNC connector

Digital BNC connector

RS-232 connector



Table 3 connector information



2.1.1 Power &amp; I/O Connector
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Figure 2 Power &amp; I/O connector



No.



Signal



Dir



Function



No.



Signal



Dir



1

2

3

4

5

6

7

8



SHIELD

VDD

GND

NC

SYNC+

CLKOUTSYNCIN+

CLKIN-



—

—

—

—

O

O

IN

IN



Shield

+12V DC IN

GND

——

Sync Out +

Clock Out Sync Input +

Clock Input -



—

9

10

11

12

13

14

15



—

NCGND

NC

SYNCCLKOUT+

SYNCINCLKIN+



—

—

—

—

O

O

IN

IN



Function



GND

Sync Out Clock Out +

Sync Input Clock Input +



Table 4 Power &amp; I/O Connector

Information!

GNDs are connected together inside to the Digital Ground of the camera.

NC should not be connected.



Information!

All IO signals (SYNC, SYNCIN, CLKOUT, CLKIN) are RS-644/LVDS

standard.



2.1.2 Analog &amp; Digital BNC connector

There are total 4 standard BNC type connectors for analog &amp; digital output





3 analog BNC connectors output Red/Green/Blue channel of CCD sensor signal with 0V-5V

range







The digital BNC output SYNC signal (same signal source with SYNC+/- RS-644) with 5V TTL

format.
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2.1.3 RS-232 connector



Figure 3 RS-232 Pin connection



No.

2

3

5

1,4,6,7,8,9



DB9/Male Connector

Signal

Type

RXD

TXD

GND

NC



RS-232 Receive Line

RS-232 Transmit Line

GND

Not Connect



2.1.4 RS-232 communication format

Duplex without handshaking.

9600 bauds, 8bit data, no parity bit, 1 stop bit.



2.1.5 Cables

Information!

Recommend using twisted pair cables for all RS-644/LVDS Input and

output signals, for longer transfer distance, the cable should meet the

RS-644 standard requirements.



Information!

All analog outputs should use 75Ω coax axial cables for best signal

quality.
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