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Part Number Wire Range Size Colour Pack size Stud Size d2 W (mm) F (mm) L (mm) E (mm)

SVM1-4 22-16 A.W.G 0.5-1.5mm2 M4 RED 1000 4.3 7.2 6.5 21 10

SVL1-5 22-16 A.W.G 0.5-1.5mm2 M5 RED 1000 5.3 9.5 6.5 21 10

SVM2-4 16-14 A.W.G 1.5-2.5mm2 M4 BLUE 1000 4.3 7.2 6.5 21 10

SVS2-5 16-14 A.W.G 1.5-2.5mm2 M5 BLUE 1000 5.3 7.9 6.5 21 10

SV5-5 12-10 A.W.G       4-6mm2 M5 YELLOW 500 5.3 9 7 25.5 13

SVS5-6 12-10 A.W.G       4-6mm2 M6 YELLOW 500 6.4 9 7 25.5 13

SV5-8 12-10 A.W.G       4-6mm2 M8 YELLOW 500 8.4 14 10.5 30.5 13

Terminal - Copper Insulation  - Vinyl Maximum Electrical rating - 75C 600 volts max

Fork Insulated Terminal 

Part Number Wire Range Size Colour Pack size Stud Size d2 W (mm) F (mm) L (mm) E (mm)

RV1-3.2 22-16 A.W.G 0.5-1.5mm2 M3 RED 1000 3.2 5.5 5 17.5 10

RVS1-3.7 22-16 A.W.G 0.5-1.5mm2 M3.5 RED 1000 3.7 5.5 5 17.5 10

RVS1-4 22-16 A.W.G 0.5-1.5mm2 M4 RED 1000 4.3 6.6 6.3 19.4 10

RV1-5 22-16 A.W.G 0.5-1.5mm2 M5 RED 1000 5.3 8 7 20.8 10

RV1-6 22-16 A.W.G 0.5-1.5mm2 M6 RED 1000 6.4 11.6 11 26.8 10

RV2-3.2 16-14 A.W.G 1.5-2.5mm2 M3 BLUE 1000 3.2 6.6 4.8 17.8 10

RVS2-3.7 16-14 A.W.G 1.5-2.5mm2 M3.5 BLUE 1000 3.7 6.6 4.8 17.8 10

RVS2-4 16-14 A.W.G 1.5-2.5mm2 M4 BLUE 1000 4.3 6.6 6.3 19.4 10

RVS2-5 16-14 A.W.G 1.5-2.5mm2 M5 BLUE 1000 5.3 8.5 7.8 21.8 10

RV2-6 16-14 A.W.G 1.5-2.5mm2 M6 BLUE 1000 6.4 12 11 26.8 10

RV5-3.7 12-10 A.W.G       4-6mm2 M3.5 YELLOW 500 3.7 7.2 6.1 22.7 13

RVS5-4 12-10 A.W.G       4-6mm2 M4 YELLOW 500 4.3 7.2 6.1 22.7 13

RV5-5 12-10 A.W.G       4-6mm2 M5 YELLOW 500 5.3 9.5 8.3 26 13

RV5-6 12-10 A.W.G       4-6mm2 M6 YELLOW 500 6.4 12 10.5 29.5 13

RV5-8 12-10 A.W.G       4-6mm2 M8 YELLOW 500 8.4 15 13.3 34 13

Insulation  - Vinyl Maximum Electrical rating - 75C 600 volts max

Ring Insulated Terminal 
Terminal - Copper



Part Number Wire Range Size (mm) Colour Pack size W (mm) F (mm) L (mm) B (mm) D (mm)

FDD1-110(5) 22-16 A.W.G 0.5-1.5mm2 2.8 x 0.5 RED 1000 3.2 6.5 19 10.5 3.8

FDD1-110(8) 22-16 A.W.G 0.5-1.5mm2 2.8 x 0.8 RED 1000 3.2 6.5 19 10.5 3.8

FDD1-187(5) 22-16 A.W.G 0.5-1.5mm2 4.8 x 0.5 RED 1000 5 6.4 19.4 10.5 3.8

FDD1-187(8) 22-16 A.W.G 0.5-1.5mm2 4.8 x 0.8 RED 1000 5 6.4 19.4 10.5 3.8

FDD1-250 22-16 A.W.G 0.5-1.5mm2 6.3 x 0.8 RED 1000 6.6 7.5 20.8 10.5 3.8

FDD2-110(5) 16-14 A.W.G 1.5-2.5mm2 2.8 x 0.5 BLUE 1000 3.2 6.5 19 10.5 4.7

FDD2-110(8) 16-14 A.W.G 1.5-2.5mm2 2.8 x 0.8 BLUE 1000 3.2 6.5 19 10.5 4.7

FDD2-187(5) 16-14 A.W.G 1.5-2.5mm2 4.8 x 0.5 BLUE 1000 5 6.4 19.4 10.5 4.7

FDD2-187(8) 16-14 A.W.G 1.5-2.5mm2 4.8 x 0.8 BLUE 1000 5 6.4 19.4 10.5 4.7

FDD2-250 16-14 A.W.G 1.5-2.5mm2 6.3 x 0.8 BLUE 1000 6.6 7.5 20.8 10.5 4.7

FDD5-250 12-10 A.W.G       4-6mm2 6.3 x 0.8 YELLOW 500 6.6 7.5 23.3 13 6.2

Insulated Double Crimp Female Push-On 
Insulation  - Vinyl Maximum Electrical rating - 75C 600 volts maxTerminal - Brass

Part Number Wire Range Size (mm) Colour Pack size W (mm) F (mm) L (mm) B (mm) D (mm)

FDFD1-187(5) 22-16 A.W.G 0.5-1.5mm2 4.8 x 0.5 RED 1000 5 6.4 20.5 10.5 3.8

FDFD1-187(8) 22-16 A.W.G 0.5-1.5mm2 4.8 x 0.8 RED 1000 5 6.4 20.5 10.5 3.8

FDFD1-250 22-16 A.W.G 0.5-1.5mm2 6.3 x 0.8 RED 1000 6.6 7.5 21.8 10.5 3.8

FDFD2-187(5) 16-14 A.W.G 1.5-2.5mm2 4.8 x 0.5 BLUE 1000 5 6.4 20.2 10.5 4.7

FDFD2-187(8) 16-14 A.W.G 1.5-2.5mm2 4.8 x 0.8 BLUE 1000 5 6.4 20.2 10.5 4.7

FDFD2-250 16-14 A.W.G 1.5-2.5mm2 6.3 x 0.8 BLUE 1000 6.6 7.5 22.2 10.5 4.7

FDFD5-250 12-10 A.W.G       4-6mm2 6.3 x 0.8 YELLOW 500 6.6 7.5 24.2 12.5 6.2

Fully insulated Double Crimp Female Push-On 
Insulation  - Vinyl Maximum Electrical rating - 75C 600 volts maxTerminal - Brass
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Part Number Wire Range Colour Pack size L (mm) D (mm) d1

PVT1 22-16 A.W.G 0.5-1.5mm2 RED 1000 16.5 4 1.7

PVT2 16-14 A.W.G 1.5-2.5mm2 BLUE 1000 16.5 4.5 2.3

PVT5 12-10 A.W.G       4-6mm2 YELLOW 500 20.2 6.3 3.4

Splice Insulated Connector

Terminal - Copper Insulation  - Vinyl
Maximum Electrical rating - 75C 600 

volts max

Part Number Material Size (L x W)  (mm) Colour Pack size
Min tensile 

strength (Lbs)

K-80MU Weather resistant Nylon 66 80 x 2.5 BLACK 100 18

K-100MU Weather resistant Nylon 66 100 x 2.5 BLACK 100 18

K-140IU Weather resistant Nylon 66 142 x 3.2 BLACK 100 40

K-200IU Weather resistant Nylon 66 203 x 3.2 BLACK 100 40

K-300IU Weather resistant Nylon 66 292 x 3.6 BLACK 100 40

K-80M Nylon 66 80 x 2.5 NATURAL 100 18

K-100M Nylon 66 100 x 2.5 NATURAL 100 18

K-140I Nylon 66 142 x 3.2 NATURAL 100 40

K-200I Nylon 66 203 x 3.2 NATURAL 100 40

K-300I Nylon 66 292 x 3.6 NATURAL 100 40

Flammability Rating - UL94V-2 Temperatue range -40C + 105C

Cable Ties 
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