



  [image: PDF Archive]
  
    

  

  
    	About
	
        Features 
        
          Personal and corporate archive
          Private social network
          Securely receive documents
          Easily share your files
          Online PDF Toolbox
          Permanent QR Codes
        

      
	Premium account
	Contact
	Help
	Sign up
	

  
 Sign in


  



    


  

    
      
        2015 > 
        November > 
        November 27, 2015
      

    


    





    
      Through Hole Slip Ring (PDF)


    

    
      









        File information


  This  PDF 1.7 document has been generated by Adobe InDesign CS6 (Windows) / Adobe PDF Library 10.0.1, and  has been sent on pdf-archive.com on 27/11/2015 at 08:13, from IP address 104.250.x.x.
  The current document download page has been viewed 556 times.

  File size: 1.13 MB (11 pages).

   Privacy: public file
  
 







        
        
          [image: ]

          

          [image: ]

          

          [image: ]

          

          [image: ]

          

          [image: ]

        
        


File preview

Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



Through Bore Slip Ring



General Description

Through hole slip rings are slip ring with through

bore, this series iare designed for being installed

with flange on a sleeve bracket, also they totally

meet with continuous transmission of power and/

or signal under 360 degree unrestrained rotations.

This kind of slip ring applies the best advanced

fiber brush technology and precious metal multicontacting, low noise, low contact pressure and

maintenance free. Our standard through hole size

could be from 12.7mm- 190mm are optional, the

standard circuits are 6 rings, 12 rings, 18 rings and

24 rings are available, the current can be alternative

from 2A-800A. Standardized &amp; modularized design,

we could fully customize the best suitable product

according to the special requirement of customer.



Features:

1.Modular design &amp; compact design

2.Transmit various analog and digital signal

3.Low wear and long work life time

4.Compatible with data bus protocols

5.360 degree continuous rotary power transmission or

data signal



Application

1.Radar, antenna, robotics

2.Turn table, rotary sensor

3.Engineering machinery equipment,

cable wheel, test machine

4.Packing machine, medical equipment

5.Handling process control equipment

6.Military equipment

7.Wind turbine generator

8.Emergency lighting machine,

exhibition/display equipment



Option:

1.Current &amp; Voltage

2.Circuits

3.Inner diameter, outer diameter and length

4.Work speed

5.Housing material and color

6.Protection degree

7.Lead wire exit direction

8.Lead wire length

9.Connector type

10.Signal and power transmitted single or together
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-012T

Specification:

Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher



Length of Slip Ring(mm)

Current

6 circuits

12 circuits

18 circuits

5A

34

47.8

61.6

10A

37

53.8

70.6

Remarks: More bigger current or circuits, please feel free to contact with us.
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24 circuits

75.4

87.4



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-012T(B)

Specification:

Specification

Circuits



1-6 circuits



Work Speed



0-200RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



2A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-025T

Specification:

Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher



Length of Slip Ring(mm)

Current

6 circuits

12 circuits

18 circuits

5A

43.5

62.7

81.9

10A

47.7

71.7

94.5

15A

52.5

80.7

108.9

Remarks: More bigger current or circuits, please feel free to contact with us.
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24 circuits

101.1

117.9

137.1



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-038T



Specification:



Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher
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Length of Slip Ring(mm)

Current



6 circuits



12 circuits



18 circuits



24 circuits



5A



44



63.8



83.6



103.4



10A



48.2



72.2



96.2



120.2



15A



53



81.8



110.6



139.4



Remarks: More bigger current or circuits, please feel free to contact with us.



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-050T



Specification:



Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher

Length of Slip Ring(mm)



Current



6 circuits



12 circuits



18 circuits



24 circuits



5A



50



69.8



89.6



109.4



10A



54.2



78.2



102.2



126.2



15A



59



87.8



116.6



145.4



Remarks: More bigger current or circuits, please feel free to contact with us.



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



Specification:



THR-060T

Specification



Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher



Length of Slip Ring(mm)

Current

6 circuits

12 circuits

18 circuits

5A

52.5

70.5

88.5

10A

56.7

78.9

101.1

15A

61.5

88.5

115.5

Remarks: More bigger current or circuits, please feel free to contact with us.
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24 circuits

106.5

123.3

142.5



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-080T



Specification:



Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher

Length of Slip Ring(mm)
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Current



6 circuits



12 circuits



18 circuits



24 circuits



5A



61



85



129



133



10A



64



91



118



145



15A



67



97



127



157



Remarks: More bigger current or circuits, please feel free to contact with us.



Drawing:
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Through Hole Slip Ring



Professional slip ring supplier.

Your best partner for 360° rotating solution.



THR-096T



Specification:



Specification

Circuits



1-24 circuits



Work Speed



0-500RPM



Work Temperature



-20℃ - +60℃



Work Humidity



60%RH or higher



Voltage Rating



380VAC/DC



Current Rating



5A/10A/15A



Dielectric Strength



≥1000VAC@50Hz between each circuit



Insulation Resistance



1000MΩ@500VDC



Electrical Noise



1mΩ Min



Contact Materials



Precious metal



Lead Wire Size



Teflon® UL



Lead Wire Length



Standard 300mm



Housing Materials



Aluminum alloy



Torque



≤9.25 gm ( for reference）



Protection



IP54 or higher

Length of Slip Ring(mm)



Current



6 circuits



12 circuits



18 circuits



24 circuits



5A



69



96



123



150



10A



69



96



123



150



15A



72



102



132



162



Remarks: More bigger current or circuits, please feel free to contact with us.
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