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User's License Agreement

Important

Please read the following agreement carefully. This user's license agreement (hereafter

referred to as Agreement) is a legal contract between the software user (individual or institution) and HIOKI E. E. CORPORATION (hereafter referred to as HIOKI). The term "software"

includes any related electronic documentation and computer software and media, as well as

any printed matter (such as the Instruction Manual).

By installing, reproducing, or using the software, you, the Licensee, agree to accept the

license terms set forth in this Agreement.



This software is protected by copyright laws, international copyright agreements, as well as

non-corporate laws. The software is a licensed product, and is not sold to the user.



1. License

This Agreement grants you, the Licensee, a license to install a single copy of the software on

a specified computer system.



2. Explanation of other rights and restrictions

-1. Restrictions on reverse engineering, decompiling, and disassembling:

You may not reverse engineer, decompile, or disassemble the software.



-2. Separation of components:

This software is licensed for use as a single product. You may not separate the components

for use on multiple computer systems.



-3. Loaning:

You may not loan or lease the software.



-4. Transfer of software:

You may transfer full rights in accordance with this Agreement. However, if you do so, you

may not retain any copy of the software, but must transfer the software in its entirety (all components, media, related documentation such as the Instruction Manual, and this Agreement),

and must ensure that the receiver of the software agrees with the terms set forth in this

Agreement.



-5. Cancellation:

In the event that the terms and conditions set forth in this Agreement are violated, HIOKI

retains the right to cancel this Agreement without compromise of any of its other rights. In this

event, you must destroy all copies of the software and its components.



3. Copyright

The title and copyright rights concerning the software's related documentation, such as the

Instruction Manual and copies of the software, are the property of HIOKI and other licensors,

and are protected by copyright laws and international agreement regulations. Accordingly,

you must treat the software as you would any other copyrighted document. However, you are

permitted to make copies as indicated in (A) and (B) below provided such copies are not

intended for use other than back-up purposes.

(A) You may make a single copy of the software.

(B) You may install this software on a single computer.

However, you may not reproduce the documentation supplied with the software, such as the

Instruction Manual.



4. Dual media software

You may receive the same software on more than one type of media. However, regardless of

the type and size of media provided, you may only use one media type and only on a single

computer. You must not use or install the other media on any other computer. Furthermore,

except when transferring the software as stipulated above, you may not loan, lease, or transfer the other media to any other user.



5. Warranty

-1. HIOKI reserves the right to make changes to the software specifications without any

prior warning.

-2. If the software does not operate in accordance with the supplied Instruction Manual,

or the software media or Instruction Manual are damaged in any way, you have one

year from the date of purchase to apply for either an exchange or repair at HIOKI's

discretion.

-3. In no event will HIOKI be liable for any damages resulting from fire, earthquake, or

actions of a third party under the conditions stated in item number 2 above, or for any

damage caused as a result of your using the software incorrectly or under unusual

circumstances. Further, the warranty is invalid if the following occurs:

(A) Damage incurred through transport, moving, droppage, or any other kind of impact after

you purchased the software.

(B) Damage incurred through any form of alteration, unwarranted servicing, or any other type

of mistreatment.



-4. In the event that the software is exchanged or repaired, the period of warranty

expires on the latest occurring date out of the day stated in the original warranty, and

exactly 6 months from the day the exchanged/repaired software is returned to you.

-5. Regardless of the grounds for making a legal claim, HIOKI and its licensors will not

be liable for any damage incurred (including, but not limited to: lost profits, suspension of business, loss of data or lost savings) unstated in the warranty terms for the

use of this software. This is true even if HIOKI is notified of the possibility of such

damages. In any event, HIOKI's liability shall be limited only to replacing defective

software with software that is not defective.
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Introduction



Introduction

Thank you for purchasing the HIOKI Model SF1001 Power Logger Viewer.To obtain maximum performance from the software, please read this manual first, and keep it handy for future reference.



Trademarks

Windows and Internet Explorer are a registered trademark of Microsoft Corporation in the United States

and/or other countries.



Confirming Package Contents

When you receive the software, inspect it carefully to ensure that no damage occurred during shipping. If

damage is evident, or if it fails to operate according to the specifications, contact your dealer or Hioki representative.



Application disk (1)

“SF1001 Power Logger Viewer, Instruction Manual (This file)”



Notation

The following symbols in this manual indicate the relative importance of cautions and warnings.



Indicates that incorrect operation presents a possibility of injury to the user or damage

to the software.



Indicates advisory items related to performance or correct operation of the software.



(p. )



Indicates the location of reference information.



*

[



Indicates that descriptive information is provided below.



]



Windows



Dialog



Menus, commands, dialogs, buttons in a dialog, and other names on the screen and the

keys are indicated in brackets.

Unless otherwise specified, “Windows” represents Windows XP SP3 (32 bit version) or

more, Windows Vista SP2 (32 bit version) or more, Windows 7 SP1 (32/64 bit version)

or more ,and Windows 8 (32/64bit version).

Dialog box represents a Windows dialog box.
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Mouse Operation



Mouse Operation

Click



Press and quickly release the left button of the mouse.



Right-click



Press and quickly release the right button of the mouse.



Double click



Quickly click the left button of the mouse twice.



Drag



While holding down the left button of the mouse, move the mouse and then release the

left button to deposit the chosen item in the desired position.



Notes on Use

• Always hold the disc by the edges, so as not to make fingerprints on the disc or

scratch the printing.

• Never touch the recorded side of the disc. Do not place the disc directly on anything

hard.

• Do not wet the disc with volatile alcohol or water, as there is a possibility of the label

printing disappearing.

• To write on the disc label surface, use a spirit-based felt pen. Do not use a ball-point

pen or hard-tipped pen, because there is a danger of scratching the surface and corrupting the data. Do not use adhesive labels.

• Do not expose the disc directly to the sun's rays, or keep it in conditions of high temperature or humidity, as there is a danger of warping, with consequent loss of data.

• To remove dirt, dust, or fingerprints from the disc, wipe with a dry cloth, or use a CD

cleaner. Always wipe from the inside to the outside, and do no wipe with circular

movements. Never use abrasives or solvent cleaners.

• Hioki shall not be held liable for any problems with a computer system that arises

from the use of this CD, or for any problem related to the purchase of a Hioki product.
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Product

Overview



Chapter 1



The SF1001 Power Logger Viewer is a software application for graphing measurement data

recorded using the Hioki power meter (Model PW3360, model PW3365, and model 3169) with a

computer.

The SF1001 has the following functions.



Time-series Graph Display

Displays measurement data in a time-series graph. When the demand in each system is measured

separately, these measurements will be displayed one on top of another.



Summary Display

Displays a list of measurement data.



Daily, Weekly, and Monthly Report Display

Displays a daily, weekly, or monthly report of measurements.



Harmonic Display

Displays harmonic measurement data in the form of a graph or list.



Waveform Display

Displays waveform data in the form of a graph.



Printing

Prints out the screen image on the printer connected to the PC.



Report Printing

Create and print reports about time-series graphs; summary; daily report; harmonic graph; harmonic

list; and waveform for loaded measurement data.



Data Combination

Combines up to 16 pieces of measurement data of the Hioki power meter (Model PW3360, PW3365,

and 3169). The data is saved and read out as a single combined file.

Manually saved data of the 3169 Clamp on Power HiTester cannot be loaded.
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