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HEBEI HUAYU SPECIAL RUBBER CO., LTD



DRILLING HOSE

technical data



HEBEI HUAYU SPECIAL RUBBER CO., LTD



We are the leading

manufacturer of rotary

drilling hose, and

we have got API 7K

certificate. We have won

high reputation from our

customers.



It is composed of three parts:

tube, reinforcement and cover.

Tube is made from high quality

NBR, which is highly resistant

to abrasion, corrosion and oils.

Reinforcement is made from

multiple layers of high tensile

steel wire, cords, wound and

middle rubber layer. Cover is

made from CR or NBR, making the



rotary drilling hose resistant to

abrasion, corrosion, weather,

ozone and aging.



sales@kellyhose.com



www.kellyhose.com



+86-18631813735



HEBEI HUAYU SPECIAL RUBBER CO., LTD



Grade B Rotary Drilling Hose

Product description



HUAYU’S Grade B rotary drilling hose is used for water well operations or well core

drill at the pressure of 200 psi (15 MPa). They are suitable for conveying mud,

cement or air.

Construction:

Tube: Black NBR. Oil, abrasion and corrosion resistant.

Reinforcement: Two layers of steel wire and multiple plies of cords, two spiral wound.

Cover: Black, neoprene (CR), Grade B. Oil, abrasion and weather resistant.

Operating temperature: -40 °F to +200 °F.



Specification table



ID



OD



Working

pressure



Test

pressure



Burst

pressure



Min bending

radius



Weight



mm



mm



MPa



MPa



MPa



mm



kg/m



38 × 2SP



38 ± 0.8



51 ± 1.5



15



36



54



580



2.60



51 × 2SP



51 ± 0.8



65 ± 1.5



15



30



45



720



3.42



64 × 2SP



64 ± 1.0



78 ± 1.5



15



30



45



790



4.10



76 × 2SP



76 ± 1.0



99 ± 1.5



15



30



45



920



12



102 × 2SP



102 ± 2.0



130 ± 2.0



15



30



45



1200



14
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Grade D Rotary Drilling Hose

Product description



HUAYU’s Grade D Rotary Vibrator, Drilling, and De-coker Hose is designed as the flexible

connection between the standpipe and swivel for pumping mud at a very high pressure

in oil drilling and exploration. The Grade D rotary drilling hose is also suitable for refinery

de-coker service. This hose features high strength spiral steel wire reinforcement which

provides a very flexible connection capability of withstanding high pumping pressures at

API Grade D working pressures. The neoprene (CR) cover and NBR tube provide excellent

resistance to heat, oil, mud, weather and abrasion.

Construction:

Tube: Black NBR. Oil, abrasion and corrosion resistant.

Reinforcement: Four layers of steel wire and multiple plies of cords, two spiral wound.

Cover: Black, neoprene (CR), Grade D. Oil, abrasion and weather resistant.

Operating temperature: -40 °F to +200 °F.

Specification table

ID



OD



Working

pressure



Test

pressure



Burst

pressure



Min

bending

radius



Weight



mm



mm



MPa



MPa



MPa



mm



kg/m



32 × 4SP



32 ± 0.8



49 ± 1.5



35



46



96



460



3.12



38 × 4SP



38 ± 1.0



56 ± 1.5



35



37.5



75



560



4.31



45 × 4SP



45 ± 1.0



61.8 ± 1.5



35



34.5



69



650



4.87



64 × 4SP



64 ± 1.2



84 ± 1.5



35



70



87.5



1100



6.7



76 × 4SP



76 ± 1.4



107 ± 2.0



35



70



87.5



1200



16.5



89 × 4SP



89 ± 1.4



120 ± 2.0



35



70



87.5



1400



18.4
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Grade E Rotary Drilling Hose

Product description



HUAYU’s Grade E rotary &amp; vibrator hose is designed for using in high pressure rotary

service applications in drilling and exploration work at API Grade E working pressures. Our

vibrator hose is designed as a high pressure vibration dampener between the mud pump

and the stand pipe.

Construction:

Tube: Black NBR. Oil, abrasion and corrosion resistant.

Reinforcement: Six layers of steel wire and multiple plies of cords, two spiral wound.

Cover: Black, neoprene (CR), Grade E. Oil, abrasion and weather resistant.

Operating temperature: -40 °F to +200 °F.

Specification table



Test

pressure



Burst

pressure



Min

bending

radius



Weight



ID



OD



Working

pressure



mm



mm



MPa



MPa



MPa



mm



kg/m



32 × 6SP



32 ± 0.8



50.4 ± 1.5



50



90



135



530



3.79



38 × 6SP



38 ± 1.0



57.6 ± 1.5



50



90



135



660



5.76



51 × 6SP



51 ± 1.0



73 ± 1.5



50



140



175



1000



6.2
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Grade F Rotary Drilling Hose

Product description



HUAYU’s Grade F rotary &amp; vibrator hose is designed for using in high pressure rotary

service applications in drilling and exploration work at API Grade F working pressures. Our

vibrator hose is designed as a high pressure vibration dampener between the mud pump

and the stand pipe.

Construction:

Tube: Black NBR. Oil, abrasion and corrosion resistant.

Reinforcement: Six layers of steel wire and multiple plies of cords, two spiral wound.

Cover: Black, neoprene (CR), Grade F. Oil, abrasion and weather resistant.

Operating temperature: -40 °F to +200 °F.

Specification table



ID



OD



Working

pressure



Test

pressure



Burst

pressure



Min

bending

radius



Weight



mm



mm



MPa



MPa



MPa



mm



kg/m



64 × 6SP



64 ± 1.2



88 ± 1.5



70



140



175



1200



7.4



76 × 6SP



76 ± 1.4



117 ± 2.0



70



140



175



1300



23.7



89 × 6SP



89 ± 1.4



129 ± 2.0



70



140



175



1400



26.6



102 × 6SP



102 ± 1.5



146 ± 2.0



70



140



175



1600



29.8
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HEBEI HUAYU SPECIAL RUBBER CO., LTD



Our factory covers an area of 30000 ㎡，building area of 6500 ㎡ , 60 sets of

equipment, 85 staff, fixed assets 50 million. We would like to work with all friends,

win win cooperation.

sales@kellyhose.com



www.kellyhose.com



+86-18631813735



HEBEI HUAYU SPECIAL RUBBER CO., LTD



Hebei Huayu Special Rubber Co., Ltd.



Add: Jing County, Hengshui City, Hebei Province, China

Mobile: +86-18631813735



TEL: +86-318-5106165



Whatsapp: +86-18631813735



Website: http://www.kellyhose.com



E-mail: sales@kellyhose.com



skype: cathyzcjw
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