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INSTALLATION GUIDE



APPLICATION				



MODEL YR			



PART #



Dodge Ram Quad Cab *	 1500	 	

Dodge Ram Crew Cab	 1500 	

Dodge Ram Crew Cab	 2500/3500	

Dodge Ram Mega Cab	 2500/3500	



2009 - up

		

2009 - up			

2010 - up

		

2010 - up

		



75138-01A

75138-01A

75138-01A

75138-01A



*Modification required to running board assembly. See Item 1 on page 3.



NOTE: Wiring on the 2013 1500 has

changed. See Page 10 for details.



INSTALLATION TIME



3-5 Hours



Professional installation recommended



SKILL LEVEL



1



2



3



4



4= Experienced

TOOLS REQUIRED

q

q

q

q

q

q

q

q

q

q

q



Safety goggles

Measuring tape

13mm wrench

19mm wrench

13mm socket

10mm socket

Ratchet wrench and extension

Wire stripper / cutter

3/16” hex key ( allen wrench )



4mm hex key ( allen wrench )



Electrical tape



WARRANTY

5-Year Limited Warranty



AMP RESEARCH TECH SUPPORT 1-888-983-2204 (Press 2) Monday - Friday, 6:00 AM - 5:00 PM PST

Invented, engineered and manufactured exclusively by AMP Research in the USA. May be covered by one of the following patents:

6,641,158; 6,830,257; 6,834,875; 6,938,909; 7,055,839; 7,380,807; 7,398,985; 7,584,975 ©2012 AMP Research. All rights reserved.

Printed in USA.

www.amp-research.com
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INSTALLATION GUIDE

Attaching motor to linkage assembly

The motors must be attached to the linkage assemblies before continuing the

installation process.



Exploded View

80-03129-90 		



Motor



19-03179-90 		



Socket cap screw



19-03133-90 		



Washer



19-03138-90 		



Drive Gear Housing Cover



CAUTION: HANDLE WITH CARE.

To ensure our customers receive all components with full integrity, we pack

the motors separate from their linkage assemblies. This requires that the

installer position and fasten the motor before continuing with the install.

Please follow the instructions below and handle the assembly carefully.

CAUTION: Dropping the assembly or any excessive impact MAY cause

damage to the motor.

Instructions:

1. Position the gear cover in place as shown if not already in place.

2. Seat motor into position on the three mounting bosses. This may require

an adjustment of the gear by moving the swing arms.

3. After seating into place, fasten the motor with the three motor mount

screws with 4mm Hex Head. Tighten screws to 36 in-lbs (4N-m). Do not

over torque.
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Note: Some Applications require modification.



A

F

Cut D



Application	

Crew Cab, Mega Cab



Cut Length

79” (No Modification Required)	



Quad Cab



72” (Trim 7”)



imen



1



x2



Running board assembly



sion



C



(A) 19-03763-90 End cap left (x1)

(B) 19-03760-90 End cap right (x1)

(C) 19-02663-90 T-nut insert (x2)

(D) 19-02802-90 Socket cap screw (x2)

(E) 19-03761-90 End cap wedge right (x1)

(F) 19-03764-90 End cap wedge left (x1)



B



E



D



Driver Side Linkages



2a



3a



10-03656-12

Motor Linkage Assembly - Driver Side



10-03662-12

Idler Linkage Assembly - Driver Side



Passenger Side Linkages



3b



2b



10-03662-11

Idler Linkage Assembly - Passenger Side

www.amp-research.com



10-03656-11

Motor Linkage Assembly - Passenger Side
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PARTS LIST AND HARDWARE IDENTIFICATION



6



5



4



x8



19-03829-90 7

8 x11

19-03297-A06

Rivet Nut

Type-A

19-03205-90 19-03326-90

Controller

Rivet Nut Tool M8 Hex bolt



19-03695-90L

Wire Harness



12 x8

11 x9

x4

19-02802-90

16-03014-90 Socket Cap

19-03730-90

Mounting Insert Washer (SS) Screw



13



10



16



x2

17 x2

16-03733-90

17-02777-90

Support Bracket

Bracket Insert

(not for Mega Cab) (not for Mega Cab)



14



x20

19-02805-90

Cable Tie (7”)



18



x2



19-03037-90

M8 Flange Bolt

(not for Mega Cab)



x2

19-03339-90

Cable Tie (11”)



19



x2

19-02389-90

Large Washer

(not for Mega Cab)



9



x4

19-03732-90

M6x30 Hex Bolt



15



x4



19-03354-90

Posi-TapTM

Connector



20



x4

19-02640-90

Grommet



FOR QUAD CAB ONLY.



21



22



x4



x8



23



x2



19-03302-90 19-02989-90

19-03729-90

LED Lamp

Butt Connector Roll Pin



28



24

19-02849-90

Short Hex Bolt



29



x4



16-03789-90

Reinforcement Bracket

www.amp-research.com



25



26



27



19-02389-90 10-00115-60 16-03701-90

Large Washer Nylock Nut

Bracket



x4



19-02784-90

Blind Rivet

/13
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NOTE: 1500 Quad Cab installations require additional steps and come with the

required additional hardware. (These parts will not be available in Crew Cab kits.)

Please read and carefully follow the instructions in Step 1 for your vehicle model.



1500 CREW CAB

&amp; ALL 2500/3500 MODELS



1500 QUAD CAB



Follow Steps 2-5 to relocate brake cable and then

proceed with the Power Step installation.



Skip to Step 6 and proceed with the Power Step

installation. Relocation of the brake cable is not

neccessary on Crew Cabs.



1b



1a



After gaining enough slack, detach brake cable as

shown below. This detachment point is located

just to the rear of the adjustment nut.



While holding brake cable adjustment nut with

wrench (located on driverside along frame, towards the rear), loosen brake cable to allow for

slack. Mark position of nut before loosening.



2



13mm



3

Attach brake cable guide to supplied Brake Cable

Bracket (23) and mount bracket with supplied

hardware. Reattach brake cable and readjust

brake cable adjustment nut to original position.



Remove brake cable guide from frame by depressing locking tabs and sliding guide out

through hole. Unthread brake cable from frame

mount.



27



24

26



4



www.amp-research.com



/13



5



25

13mm



13mm



IM75138 rev 12.18.12 A



A M P R E S E A R C H P O W E R S T E P TM – D O D G E R A M



HARDWARE MOUNTING

OVERVIEW

(passenger side shown)

Locate forward most and

rearward most mounting

provisions on inner sill of truck.

Remove tape from sill drain hole

at both mounting points.



Idler Assembly



t

Fron



NOTE: Driving Linkage Assemblies

(with motor) mount in the front; Idler

Assemblies mount in the rear.



1

6



Driving Assembly



Once hole is drilled insert a piece of string or wire

through hole in Reinforcement Plate. Set plate into

position.



Set Reinforcement Plate in place and locate with

rivet nuts. Drill hole using an 1/8” drill bit. After

drilling apply paint to prevent rusting



28

28



6



6



2

7



3

8



Set rivet nuts into place for alignment. Insert pop

rivet through hole in plate and secure in place. Once

pop rivet is installed remove string or wire from

Reinforcement Plate. NOTE: Verify plate is pulled

flush to the body before securing pop rivet.



Assemble Hex Bolt (lubricated with soapy water),

Washer, Rivet Tool, and Rivet Nut together as

shown and place into hex cutouts in sill. An extra

Hex Bolt and M8 Washer is supplied to install rivet

nuts.



7

8



4

9



29
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With Rivet Nut Tool held in place with 19mm wrench,

tighten Hex Bolt until Rivet Nut deforms and secures

itself to the sheet metal (110 in-Lbs. or 4 turns).

Remove Hex Bolt and Rivet Nut Tool. Repeat for

each of the four mentioned mounting locations.



WARNING: Rivet

Nuts not properly

collapsed will not

hold securely to

sheet metal.



Once rivet nuts are in place use a screwdriver to

push back tab in hole to avoid interference with

linkage mount. Next start M8 Hex Bolts and Washers into installed Rivet Nuts, leaving about 1/2 inch

of thread. Make sure washers remain flush to bolt



8



10

11



NOTE: Hold Rivet tool with

wrench while loosening bolt.



19mm



13mm



11



10

12



With linkage assembly in hand, insert Hex Bolt and rotate as shown to orient Mounting Insert correctly.

Make sure Insert remains in this orientation during next step.

10



10

23



9



10



10

13

Linkage Installation. With Linkage tilted back as

shown and Mounting Insert still oriented correctly,

hook two mounting slots of Linkage onto the

pre-mounted Hex Bolts.



Idler Hex Bolt and Pin Location:

Insert Pin into appropiate hole as

indicated on label. The bolt will use

the corresponding hole (right, left, or

center).



Tilt Linkage forward, dropping Mounting Insert into

sheetmetal slot, and tighten M6 Hex Bolt to 6 ft-lbs.

Do not allow bolt to rotate counter-clockwise, as this

may disengage Mounting Insert. Then tighten lower

Hex Bolts to 16 ft-lbs with 13mm wrench.



9



10

14



NOTE: Linkage needs to be partially

retracted to install.

www.amp-research.com
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The jogs in the lower part of the linkages point toward one another, as shown, Drive (motor) Linkage

in the Front and Idler Linkage in the Rear. Note: Linkage position described in parts list on page 3.



6

16

Slide mounting T-Nut of board into position and attach to linkages. The end of board/end cap will

allign flush with Rear Linkage.

Torque to 10 ft-lbs.

(13.5 Nm)



7

12



17



3/16”



NOTE: Skip steps 18-22 on Mega Cab models. Mega Cab

models do not take Support Bracket.



9
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Rear Support. Preassemble Bracket Insert with

Hex Bolt and Washer and insert into body support

member above Idler Linkage.



Position Bracket Insert assembly with the long

end of the insert pointing toward the center of the

truck (inboard) leaving enough threads for bracket

installation.



17



17



19

19



8



8



18



SEE MEGA CAB NOTE ABOVE



19

12

With Support Bracket flush to the sheet metal and

upper Hex Bolt snug, shift bracket until slot lines up

with the threaded hole. Insert Flange Bolt.



Position Support Bracket as shown below, resting

against rear face of Idler Linkage and slotted end

around hanging bolt and washer from step 16.

19



8



16



16

18



21

7



20

7



With bolts snug and bracket squarely mounted to truck

sheet metal and Linkage Assembly, tighten both Hex

Bolts to 16 ft-lbs with 13mm wrench or socket.

16



22

9



Torque to 16 ft-lbs.

(22 Nm)

13mm
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