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Water-stop and waterproof materials



Rubber waterstop

◆ PVC waterstop

◆ Hydrophilic expansion waterstop strip

◆ Waterproof sheet

◆
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JINGTONG



The Leading Supplier of

Quality Waterstops

Hengshui Jingtong Rubber Co., Ltd. located in Hengshui city,

Hebei province, where very close to TianJin city and Beijing city,

that specializes in manufacturing and exporting waterstop and

waterproof materials since the establishment in 2007.

Adhering to the principle that quality determines the success

and failures, our company pays much more attention to quality

managements and today we are one of the leading companies

owning customers in many countries of the world, such as

Malaysia, Kenya, Uganda, USA.

To meet different needs of our customer, our company can supply

varies types of products. At the same time, the products also can

be customized to suit your specific scheme, even with complex

profiles and different materials. So if you want to make a custom

order, don't forget to provide us with your design drawing, sizes

and standards. We will do it with all our power to satisfy your

requirements.

Our products have passed ISO and GB inspection, thus, you can

choose our products without any anxiety. In addition, we can also

provide the third party reports with more than 3000 projects in

domestic.
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Water-stop &amp; Waterproof Materials

Water-stop and waterproof products include: rubber water-stop,

hydrophilic expansion rubber water-stop, steel edge water-stop,

PVC water-stop, HDPE water-stop, Bentonite water-stop strip,

etc. The products comply with: KEJIJI [2008] No.21 document &amp;

GB1817 3.2 - 2000 Polymer waterproof materials-Part 2: waterstop.



Model



Section shape



Model



651 type

280-(7-12)

290-(8-12)

300-(8-15)

310-(8-15)

350-(8-12)

400-(10-20)

450-(10-20)

500-(10-20)



657 type

250-(10-15)

280-(10-20)

300-(10-20)

350-(10-20)

400-(10-20)



652 type

280-(7-14)

300-(8-15)

310-(10-15)

350-(10-20)

400-(10-20)

450-(10-20)



322 type

322-6



653 type

230-(6-10)

280-(6-10)

300-(10-15)



659 type

290-(10-15)

300-(12-15)

350-(12-20)

400-(12-200)



654 type

350-(8-20)

400-(10-20)

450-(10-20)



660 type

300-(6-10)

350-(10-15)

400-(12-20)

450-(12-20)

500-(12-20)



655 type

290-(10-14)

300-(10-15)

320-(10-18)

350-(10-20)

400-(10-20)

450-(10-20)



661 type

350-(10-18)

400-(12-20)

450-(12-20)

500-(12-20)



656 type

295-(15-18)

300-(15-20)

400-(15-20)



662 type

350-(8-12)

400-(10-15)

450-(12-20)

500-(12-20)



Section shape
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Rubber Water-stop

◆



Rubber sealing strip classification

Based on usage, rubber sealing strip can be

classified as buried water-stop and back stick

type rubber water-stop. According to the form

appearance, it can be divided into CB-type water

stop (refers to the middle hole of buried waterstop), CP-type water stop (refers to the middle

of nonporous buried water stop), EP-type water

stop (also known as externally bonded water stop

or backing with water stop, refers water stop to

posted outside the middle of no pass water stop),

EB-type water stop (also known as posted outside

water stop or backing with water stop, refers to

water stop posted outside the middle of the hole).
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◆



Rubber sealing strip model specification

Rubber sealing strip common

specifications are 300 × 6 mm,

300 × 8 mm, 300 × 10 mm,

350 × 8 mm, 400 × 10 mm, etc.

And the model commonly used

is buried type 651.
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Item



Section shape



Specification



E2-8



350 × 35 × 10



E2-9A



350 × 28 × 8



E2-9B



270 × 28 × 8



E2-10A



350 × 10



E2-10B



250 × 6



E2-11A



300 × 30 × 6



E2-11B



250 × 25 × 6



E2-12



300 × 40 × 8



E2-13



350 × 10 × 10



E2-14



350 × 10
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◆



Rubber water-stop selection



Structures should be based on the level of importance, the

amount of deformation and pressure, so that the water-stop can

be used properly.

a. Under normal circumstances, we generally advise you to choose the

natural rubber water-stop.



b. When it comes to weak acid and alkali corrosive media, you should use

neoprene rubber water-stop.



c. When it comes to oil medium, you should use nitrile rubber water-stop.

d. When the application might be eroded by mold, water stop mildew

should be considered. And at this time, the water-stop you choose

should reaches level 2 and 2 above.



e. According to the piratical using temperature.

● -25

● -35

● -40



°C - 60 °C, it is better to choose chloroprene rubber water stop.

°C - 60 °C, it is better to choose natural rubber water stop.

°C - 60 °C, it is better to choose EPDM rubber water stop.



f. When it comes to waterproof sheet materials such as welding, you



should use its same molecule synthetic resin type water stop (EVA, PE,

ECB, HDPE, PVC).



Width

Thickness

（mm） （mm）



Horizontal and vertical deformation of the deformation joint

(mm)

10



20



30



40



50



200



6



●



250



6



○



●



300



8



○



○



●



350



8



○



○



●



400



10



○



○



450



12



●



●



500



12



○



●



●



● - stands for very suitable construction

○ - only available to construction
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◆



Quality requirements of sealing appearance

No.



Defect



Appearance quality requirements



1



Bubbles,

Dents,

Impurities,

Ming scar



Allow depth of not more than 2 mm.

An area of not more than 16 mm2 dent.

Bubble impurities out scars and other defects not

more than 4.

Face design only allows depth greater than 1 mm.

An area of not more than 10 mm2.

Defects not more than three.



2



Cracking,

Lack of glue,

Sponge-like



Not allowed



3



Center hole eccentric



Must not exceed 1/3 of

the thickness of the

tubular section

Sealing nominal thickness

4-6



4



Thickness limit deviation

＞



＞



5



8



Width



6-10



Limit deviation



+1

0

+ 0.3

0

+2



10-20

For molded products ± 3%
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◆



Rubber sealing performance parameters

B



Index

S



J



Hardness (shore A)



60 ± 5



60 ± 5



60 ± 5



Tensile strength, MPa ≥



15



12



10



Elongation of break, % ≥



380



380



300



70°C × 24 h, % ≤



35



35



35



23°C × 168 h, % ≤



20



20



20



Tear strength 21, kN/m ≥



30



25



25



Brittleness, °C ≤



-45



-40



-40



Hardness (shore A),≤



+8



+8



Tensile strength, MPa ≥



12



10



Elongation of break, % ≥



300



300



Item



Compression set



70°C × 168 h

Hot air aging

100°C × 168 h



Hardness (shore A), ≤



+8



Tensile strength, MPa ≥



9



Elongation of break, % ≥



250



Ozone testing 50 PHM: 20%, 48 h

Banding, rubber/metal



●



2 grade



2 grade



0



Failed in the rubber side



Note



1. Banding, rubber/metal only be applicable to water-stop with steel plate.

2. If other special needs when appropriate may be negotiated stingy inspection, as appropriate,

according to user needs assessment mold testing, but its antifungal properties should be

equal to or greater than 2.
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