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File preview

OWNER’S MANUAL



For the Installation, Operation and Service of



Should the installer or owner be unfamiliar with the correct

installation or operation of this type of equipment you should contact

the distributor/manufacturer for the correct advice before proceeding

with the installation or operation of this product.
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Component Checklist

Please note changes to the contents of this unit:

(Changed items printed in Bold Print)

1....

2....

3....

4....

5....

6....

7....

8....



Cleaner Body (1)

Suction Seal (1)

Regulator Valve (1)

Elbow (90 degree) &amp; Threaded Skimmer Plate Adaptor (1)

Hose Weights (2)

Flow Gauge (1)

1m Leader Hose (1) (Blue cuffed hose)

1m Hose Lengths (9)



9....



Adaptor Cuff (1)
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2



3



4



5



6



7



8



9
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Assembly

Suction Seal Assembly



Pull Suction Seal over the cleaners Foot Pad so that it will fit properly into the Foot

Pad’s groove as shown in illustration #1.

Ensure that the curved tips of the Suction Seal face upwards.

Ensure that the Suction Seal rotates freely.



Weir Component Assembly



90 Degree elbow



Certain Skimmer Boxes may not require the

insertion of the 90 Degree Elbow.

If the first length of pool hose can be inserted

into the valve.

Insert the 90 Degree Elbow into the Regulator

Valve as shown in the illustration.



Regulator valve



(insert into weir)
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Preparations



1 Backwash Rinse:

Thoroughly backwash and rinse the filter to ensure that it is free from dirt and debris.

Switch the pump off.

Clean skimmer/weir and leaf strainer/basket. Insert the basket and vacuum lid back

in weir once clean.
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Backwash



Rinse



Skimmer/Weir



2 Strainer Basket:

Clean pump strainer basket. Insert the strainer basket and lid back in wet-end

of pump once clean. Test pool water for correct water balance.

Close all other suction lines accept the skimmer/ weir suction line that your

Hammer Head pool cleaner will be connected to.



Strainer Basket



Pump



Lid



Shut off valve
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Return Line Adjustments



Important

The cleaner must move randomly throughout the pool. Water circulating at the surface

will influence the hose thus limiting Cleaner’s coverage.

Adjust Return Line Flow as described in diagrams below.

To adjust the Eyeball Diverters;

loosen the lock ring and redirect the Eyeball Diverters slightly downwards and also

try different directions to see what works best in your pool. allow time for the body

of water to settle into new pattern.



BEFORE ADJUSTMENT



TOP VIEW



SIDE VIEW



AFTER ADJUSTMENT



TOP VIEW



SIDE VIEW
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Hose Assembly &amp; Weights



Important

The exclusive three-year warranty is only

valid if the machine is operating with

genuine Hammer Head hose.

N.B. Hammer Head hose is specially

constructed for optimum performance

and is protected by a three-year warranty

against factory defect.

Twist and push the female ends to the

male after dipping the ends into the pool to

wet them. Push until the hose fits snugly.

Do not force the hoses on, as this will

hamper dismantling. Continue until you’ve

connected all the sections you need.

Hose must equal longest stretch



The Hammer Head hose sections which

must be assembled by connecting together

as many hose sections as needed to reach

from the skimmer/weir to the farthest point

of the pool, plus one section or plus two

sections if your skimmer/weir is located at

the center of your pool.

N.B. The leader hose will be considered the

extra length hose needed to reach from the

weir to the farthest corner. As this hose is

connected to the pool cleaner.
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plus one

length



Installation

Skimmer



Ensure the pump and filtration system is switched

off before commencing.

Insert the weir adaptors into vacuum lid.

Connect the already measured out hose sections

to the Hammer Head.



Regulator

Valve



To Pump



1. Insert Flow Gauge into leader hose.

2. Place hose lengths into pool (filled with water) and

connect to regulator valve fitted to weir.

3. Switch on pump and regulate flow of water

IMPORTANT: The Flow Gauge is used for test purposes

only and must be removed during normal operation of the

Hammer Head



Switch the pump on and start adjusting the Knob

of the Regulator Valve “Faster” or “Slower” until the

disc indicator in the Flow Gauge settles between

“maximum” and “minimum” flow.

Turn the pump off.

Remove the Flow Gauge and connect the pool

cleaner to leader hose.

NOTE: optimizing the water flow does not mean

maximizing the flow through the Cleaner. In fact, to

insure a random pattern of travel that will enable the

Cleaner to reach all areas of your pool, it is better to

use less suction, not more.

Switch on your pump.

Your fully assembled Hammer Head will start

pulsating immediately.
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Adjustment Knob



Installation continued



Balancing the Hose

You will also have to attach hose weights to the hose to neutralize the hose’s

buoyancy in the water. Hose weight is not required for most of the pools.

To improve cleaner’s pool coverage place 1st hose weight between the 3rd and

4th hose and the 2nd hose weight between 4th and 5th hose from the cleaner.



Hose Weights



Fine Tuning

The water density in each pool may vary due to mineral and salt content.

To fine-tune the balance of your hose, try moving the 1st hose weight closer

towards the 2nd hose weight to improve cleaner’s pool coverage.



Hose Weights
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