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File preview

CT-3077B-UAV

Drone UAV Jammer 7 Bands

Omni or Directional Antennas

Can have Built-in Battery

+24V/45AH LiFePO4



Specification



CT-3077B-UAV

7 Band

433MHz: 20W

Remote Control

868-915MHz 25W

Remote Cotrol

2.4-2.4GHz 20W

WiFi 11.g, b, Bluetooth

2.4-2.4GHz 20W

WiFi 11.g, b, Bluetooth

GPS L1 1575MHz 40W

5.8GHz 2W

GPS L2 1227MHz:15W

Total : 142W



Option: GPS L2 L3 L4 L5: 15W, VHF 130-180MHz: 20W, 300-400MHz: 20W, UHF 420-480MHz: 20W,

LoJack 173MHz: 30W

Adjustable Output Power each Band/Channel, Max Output Power to 0 (OFF)

100% Safe VSWR over protection (Isolator) for each modular



Battery



+24V / 45AH LiFePO4 can work 2 Hours (PCB-3077B)



Power supply:



AC110 or 220-240V /DC 27V



Jamming Range



Radius 300~600 Meters



Weight



CT-3077B 25kg



Dimension:



518 x 428 x 228 mm (Case only )



Working time:



Without the time limit, May continue to work,



Antenna



External Omni 500mm long or Directional Patch Panel Antennas

(Both omni and directional antennas with frame are inlcuded)



Warranty:



1 year



Antenna’s Magnetic Base



Bulit-in Battery +24V /30AH: Work 2-3 Hours



Omni Antennas

500mm Long : 4-6dBi



Directional Antennas with Frame

7dBi : 800-965Mhz

9 dBi: 1710-2500MHz

Size: 200 x 180 x 45mm
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