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Sentrol Cloud User’s Guide



Congratulations for choosing NHR’s Sentrol Cloud solution. This manual is designed to help set up and

get started using the cloud solution in a few short minutes.

Safety notice: Please read and follow the instructions before using this product







To prevent electrical shock or fire, do not disassemble or expose the unit to liquids of any kind

Only use attachments and / or accessories specified by the manufacturer



1 Sentrol Cloud Gateway Register

a) Open a browser and go to the following URL:

http://www.sentrolcloud.com/nhr/view/front/index.php

b) The LOGIN prompt will appear (if not, just click “Member Login”). Select the desired language.

Click “New account”.



c) Enter the last 8 digits of G07-WB’s MAC address in the space below Gateway Mac.

d) Enter the Captcha Code according to the page as shown below.

e) Click “Continue” button to proceed to the next page.



2



Sentrol Cloud User’s Guide



f) Create the account by entering “First Name”, “Last Name”, “E-Mail Address”, “Password”,

“Confirm Password”, select the display language and the time zone of your region, check “I agree

to the terms of service”, then click “Send Activation Email” as shown below.



g) Log in to the e-mail account that was entered. Open the activation email and click the link “Please

click here” to complete the registration process.



h) User will require purchasing a cloud service. Select a desired plan and click its corresponding

Annual Service Fee shopping cart button.
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i) Please choose the country and fill in the corresponding space using PayPal service as shown below.
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j) User may purchase SMS notifying service with $10USD deposit as shown as below.



2 Sentrol Cloud Menu Overview

After you have registered a gateway with a Sentrol Cloud account, you can login to Sentrol Cloud at

any time using your account. After you have logged in, the main menu is as follows:

(1) Sentrol Cloud startup page: Click this link to access the Sentrol Cloud startup page.

(2) Main menu items: Profile, Dashboard, Area Map, Administration, Documentation, Tutorial, Help,

Logout. These items will be explained in detail in the following sections.

(3) Storage status: Displays the amount of storage space (bytes and total space percentage used)

currently used for storing data.

(4) Notification: Displays the number of newly occurred device events. Click this link to access the

notification report under “Administration”  “Notifications”  Notification.



(1)



(3)



(2)
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3 Profile

A profile is an inclusion of sensors and/or output devices joined to the IoT (Internet of Things)

network of a particular gateway (which also acts as a coordinator), plus a complete set of associated

logic control settings via sensor(s), sometimes many types of sensors in one profile, in which limit

point, trigger point, buffer point can be defined quickly and intuitively.

A profile precisely defines the ways that the sensor/output devices communicate with the user(s) via

the Sentrol Cloud web-based interface or the Sentrol Cloud app.

A sensor and an output device that belong to the same profile can be grouped together to interact

with each other. For example, you can group a siren (output device), a door sensor (security safety

device), and a smoke detector (safety device) together. Whenever a security/safety device (door

sensor, smoke detector, etc.) reports alert activities (e.g. an intruder is detected by the door sensor,

or the smoke detector detects dangerous smoke level in the air), the siren receives the alert and

sound the alarm. An additional example is that you can set up a smart power switch to automatically

turn on the plant irrigation device when the soil moisture sensor’s detected moisture level falls below

a dangerously low level.

To create a profile, please follow instructions below.

a) Click “Profile” and then “+” as shown below.



b) Enter a profile name, choose a gateway, and click the “save” button as shown below.
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c) The new profile is created, displaying all device types connected to the chosen gateway in two

lists – Sensor List and Output List. You can select any profile by clicking its tab or rearrange the

profiles by dragging each profile to the desired position.



Click a tab to select a profile, or drag a tab to reposition its profile.

Device Types (Sensor List)



Device Types (Output List)



d) Expand a device type by clicking its tab, and its associated devices will be listed by their MAC

addresses (in the example below, the device type “Air Temperature” is expanded):



Device Type

Device
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e) Drag a device (“Sensor-00124B000119B1D9” in the example below) to the control area on the

right.



Control Area
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f)



The dragged device (“Sensor-00124B000119B1D9” in the example below) will display its control

options in the control area.



Control Area
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