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This communication is being sent to all contacts we have on file for your organization.

Please forward copies of this communication to your pricing administrator and appropriate people in your organization for system updating.

Post this to your company’s intranet site for immediate access and communication.

Please forward copies of this communication to your pricing administrator and appropriate people in your organization for system updating.

Post this to your company’s intranet site for immediate access and communication.



Date:



October 20, 2016

Loctite®



IDP#16-10-20



To:



All Authorized



Industrial Product Distributors



From:



Isabelle Valois, Senior Marketing Manager



Subject:



Henkel LOCTITE® 4090™ Product Upgrade

Simplified packaging and improved labeling for LOCTITE® 4090™ adhesive



Henkel is pleased to announce key changes to the LOCTITE® 4090™ Hybrid Adhesive. We have

implement simplified packaging and improved labeling for the new 50 ml LOCTITE® HY 4090™

adhesive item #2123350. We have also added a new package size in 400 ml, item #2060035. There is

no change to the product formulation or performance.

What will change when original item #1915601 is replaced by the new item #2123350:









The 50 ml cartridge will be sold by itself

o The 50 ml cartridge will no longer be packaged in a box with 5 dispense nozzles

o The dispense nozzles are available in a 10 pack, item #1826921. These are the same

nozzles that were in the original package

The label will change to reflect an updated product designation

o







The product designation will change from the original designation, LOCTITE ® 4090™,



to the updated designation, LOCTITE® HY 4090™

o The label color will change from blue to green

Case quantity will change from 14 to 10 cartridges



As a result of these enhancements, Product Numbers and SDS sheets have changed. Enclosed is a list

of the legacy and improved Product Numbers. The legacy numbers will be phased out and available

in limited inventory once the improved products are introduced in October. Product &amp; Price

Information files will be sent to your company’s Pricing Administrator.
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Original Package Configuration

Product

Designation



Cartridge

Size



IDH



Package Description



LOCTITE® 4090™



50 ml



1915601



Box with 50 ml cartridge

and 5 nozzles



Label

Color

Blue



Updated/ New Package Configuration

Product

Designation



Cartridge

Size



IDH



Package Description



Label

Color



LOCTITE® HY

4090™



50 ml



2123350



50 ml cartridge



Green



LOCTITE® HY

4090™



400 ml



2060035



400 ml cartridge



Green



What will NOT change when original item #1915601 is replaced by new item #2123350:

















Formulation

The 50 ml cartridge

Product performance

LOCTITE Material Specification (LMS)

Certificate of Analysis

Shipping and Transportation Classifications

Shelf life or storage conditions



In addition to the 50ml package size, we are also pleased to announce that LOCTITE ® HY 4090™ will

be available in a 400ml cartridge. The 400ml cartridge (item #2060035) and compatible nozzles (item

#1573135) are a convenient option for applications that require a larger volume of adhesive.

Attached is a letter you can use to notify your customers. Please be certain to notify your customers

that have a specification or that need to conduct validation tests.
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Action Required:

1.

2.

3.

4.

5.



Forward this communication to the appropriate contacts in your organization

Have your systems administrator load the new items into your systems

Notify existing customers that improved products are on the way

Use the attached letter to provide additional information

Contact your Henkel Account Manager to review the details and answer specific

questions you may have on this product upgrade



We value our business relationship and look forward to serving your needs well into the future. Should

you have any questions regarding the information contained in this communication, please do not hesitate

to contact your local Henkel Adhesive and Sealants Specialist at 1-800-263-5043.



Sincerely,



Isabelle Valois

Isabelle Valois

Senior Marketing Manager

Henkel Canada Corporation
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Subject: Simplified packaging and improved labeling for LOCTITE® 4090™ adhesive

Dear Customer,

Henkel is pleased to announce key changes to the LOCTITE® 4090™ Hybrid Adhesive. We have

implement simplified packaging and improved labeling for the new 50 ml LOCTITE® HY 4090™

adhesive item #2123350. We have also added a new package size in 400 ml, item #2060035. There is

no change to the product formulation or performance.

What will change when original LOCTITE® 4090™ item #1915601 is replaced by the new item

#2123350:













The 50 ml cartridge will be sold by itself

o The 50 ml cartridge will no longer be packaged in a box with 5 dispense nozzles

o The dispense nozzles are available in a 10 pack, item #1826921. These are the same

nozzles that were in the original package

The label will change to reflect an updated product designation

o The product designation will change from the original designation, LOCTITE ® 4090™,

to the updated designation, LOCTITE® HY 4090™

o The label color will change from blue to green

Case quantity will change from 14 to 10 cartridges



To summarize:



Original Package Configuration

Product

Designation



Cartridge

Size



IDH



Package Description



LOCTITE® 4090™



50 ml



1915601



Box with 50 ml cartridge

and 5 nozzles



Label

Color

Blue



Updated/ New Package Configuration

Product

Designation



Cartridge

Size



IDH



Package Description



Label

Color



LOCTITE® HY

4090™



50 ml



2123350



50 ml cartridge



Green



LOCTITE® HY

4090™



400 ml



2060035



400 ml cartridge



Green



What will NOT change when original item #1915601 is replaced by new item #2123350:

















Formulation

The 50 ml cartridge

Product performance

LOCTITE Material Specification (LMS)

Certificate of Analysis

Shipping and Transportation Classifications

Shelf life or storage conditions



In addition to the 50ml package size, we are also pleased to announce that LOCTITE® HY 4090™ will

be available in a 400ml cartridge. The 400ml cartridge (item #2060035) and compatible nozzles (item

#1573135) are a convenient option for applications that require a larger volume of adhesive.

In October, shipments with the new packaging configuration will begin.

We value our business relationship and look forward to serving your needs well into the future. Should

you have any questions regarding the information contained in this communication, please do not

hesitate to contact your local Henkel Adhesive and Sealants Specialist at 1-800-263-5043.

Sincerely,

Henkel Canada Corporation



LOCTITE® HY 4090™ – Structural

Hybrid Adhesive

Henkel’s innovative technology delivers the

strength of a structural adhesive with the speed

of an instant adhesive



Now available

in 400g packag

e

size for larger

applications



LOCTITE® HY 4090™ structural hybrid adhesive is an innovative hybrid

technology that provides the bond strength and speed you need to

solve your design and assembly challenges. With the strength of a

structural adhesive and the speed of an instant adhesive, LOCTITE® HY

4090™ offers both performance and versatility.

This powerful combination provides impact resistance, high strength

bonding on a variety of substrates, and excellent chemical resistance – making

LOCTITE® HY 4090™ the essential adhesive solution. LOCTITE® HY 4090™ opens

the door to new applications and new solutions.

These are just some of the benefits of LOCTITE® HY 4090™:

•	Strength of a structural adhesive

•	Speed of an instant adhesive

•	Impact and vibration resistance

•	Temperature resistance up to 300°F (150°C)

•	Gap filling up to 0.2” (5 mm)

•	Suitable for a variety of substrates, including metals, most plastics and rubbers



na.henkel-adhesives.com/4090



Nozzles sold separately.



LOCTITE® HY 4090™ STRUCTURAL HYBRID ADHESIVE

delivers high quality performance in extreme environments and challenging conditions. This hybrid powerhouse

provides the necessary versatility to solve most every design, assembly and repair challenge.

In addition to combining the critical attributes of

structural and instant adhesives, LOCTITE® HY 4090™ offers:

•	Fast fixture times even at low temperatures 40°F (5°C)

•	Low blooming

•	Good UV resistance

•	Optimized packaging and longer open times for

larger surface applications



Features and Benefits:

300°F

(150°C)



Speed



Impact Resistance



High Moisture Resistance



for applications that require the

speed of an instant adhesive



for highly stressed joints and

applications exposed to vibrations



for applications that demand good

humidity and solvent resistance

in various environments



Up to 300°F (150°C)

Temperature Resistance



Gap Filling up to 0.2”

(5 mm)



tested to resist even extreme

heat conditions



for fast bonding of structural parts;

fills gaps within 3-5 min. open time



PROPERTIES OF CURED MATERIAL



TECHNICAL DATA

COLOR



Slightly cloudy

to light yellow



APPEARANCE



High viscosity gel



MIX RATIO

(VOLUME)



1:1



WORKING TIME



3 to 5 min.



LAP SHEAR STRENGTH,

ISO  4587,

AFTER 24 HOURS, 72°F (22°C)



Steel (grit blasted)

Aluminum (etched)

Polycarbonate



17 N/mm2

13 N/mm2

6.9 N/mm2



HIGH GAP FILL



Up to 0.2” (5 mm) depending

on bond geometry



TEMPERATURE RESISTANCE



-40°F to 300°F (-40°C to 150°C)



CHEMICAL RESISTANCE



Very good chemical/solvent resistance



HENKEL CORPORATION
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Fax: 860.571.5465
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