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Fiber Laser Cutting Machine



BRIEF INTRODUCTION

Main Features:

Excellent beam quality: smaller focused spot makes more efficient work and cutting quality.

High cutting speed: its speed is twice of the same CO2 tube laser cutting machine

High stability: the world's top fiber laser generator makes stable performance, and the key components

of the machine owns the life of up to 150,000 hours

High electro-optical conversion efficiency: fiber laser is three times higher than CO2 laser and saving

energy

Low use-cost: the whole machine consume less energy, only 25%-30% of traditional CO2 laser machine

Low maintenance cost: no laser working gas, it is by fiber optic transmission, without lens reflecting, can

save a lot of maintenance costs.

Smart operation and easy maintenance: optical fiber transmission, no need to adjust the optical path

Super flexible light guide effect: compact structure, satisfies flexible processing requirements



STANDARD EQUIPMENT

Main Features:

Excellent beam quality: smaller focused spot makes more efficient work and cutting quality.

High cutting speed: its speed is twice of the same CO2 tube laser cutting machine

High stability: the world's top fiber laser generator makes stable performance, and the key

components of the machine owns the life of up to 150,000 hours

High electro-optical conversion efficiency: fiber laser is three times higher than CO2 laser and

saving energy

Low use-cost: the whole machine consume less energy, only 25%-30% of traditional CO2 laser

machine

Low maintenance cost: no laser working gas, it is by fiber optic transmission, without lens reflecting,

can save a lot of maintenance costs.

Smart operation and easy maintenance: optical fiber transmission, no need to adjust the optical

path

Super flexible light guide effect: compact structure, satisfies flexible processing requirements
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Detailed Pictures:



GLDMA Fiber Laser Cutting Machine



CNC control:

Standard: Bochu Shanghai China

Optional: Beck Hoff / PA Germany



Servo Motor: Panasonic, Japan



Laser Source:

500W-1500W:MAX,CHINA

500W-2000W:IPG,USA



Laser cutting head:

RAYTOOLS, Switzerland

Optional: Precitech, Germany

IPG,USA

Automatically adjust the focal distance according to the

bump degree of the plate.



Electrics: Schneider, France
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Cooling System: DVT, China



Workbench:

Sawtooth blade table/automatic pnumatic auxilary device

for feeding/all round design with ball bearing.



Workpiece process



Guard Fence and Lamp Shade



Other processing parts:
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GLD3015F OPEN-TYPE DOUBLE-DRIVE FIBER LASER CUTTING MACHINE

Model



GLD3015F



Working Area



3000*1500mm



X-axis Travel



1500mm



Y-axis Travel



3000mm



Re-position Accuracy



±0.03mm



X/Y axis Max Speed



90m/ min



Power Rated Voltage/ Frequency



380V 50Hz



Laser Power



500-2000W



Power Requirements



380V/ 50Hz Three- Phase Four- Wire
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GLD4015F OPEN-TYPE DOUBLE-DRIVE FIBER LASER CUTTING MACHINE

Model



GLD4015F



Working Area



4000*1500mm



X-axis Travel



1500mm



Y-axis Travel



4000mm



Re-position Accuracy



±0.03mm



Transfer Method



Precision Rack with Double Drive



X/Y axis Max Speed



90m/ min



Power Rated Voltage/ Frequency



380V 50Hz



Laser Power



500-2000W



Power Requirements



380V/ 50Hz Three- Phase Four- Wire



Serial No.



Name



Original



Note



1



Fiber Laser Source



USA IPG



standard



2



Laser head



3



Machine platform and accessories



China



standard



4



Gear Rack



Taiwan YYC



standard



5



Linear Rail



Taiwan HIWIN



standard



6



Control board



ChinaCypcut



standard



7



AC servo motor and drive



Japan Yaskawa



standard



8



Pneumatic component



SMC+AirTAG



standard



9



Chillers



China S&amp;A



standard



10



Waste recovery



China



standard



11



Proportional valve



Japan SMC



standard



12



CNC system Software



ChinaCypcut



standard



13



Pressure valve



Japan CAK



standard



14



Relay



FranceSchneider



standard



15



Auto butt material dvice



16



Auto alarm device



17



Core bore borad device



18



Aoto apply oil device



19



Auto control air system



20



Auto change air system



21



Drain slag system
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RAYTOOLS from

Switzerland



Powered by GLDMA
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standard



8 sets air punmps +4 sets

rollers
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Contacts:

Manufacturer: Maanshan Gilde CNC Machine Tool Co., Ltd

Email: admin@gldma.com
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