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Renken Honda Grom MSX125 2016-17 Fender Eliminator

Installation Instructions



Expected Instillation Time: 30-50 minutes



1. Remove OEM Fender

a) Remove seat (key hole on left side of body)

b) Unplug 4 pin electrical connector for indicator and licence plate light. Remove wire loom from retaining clips



c) Remove OEM Fender (four 12mm bolts). Pull stock fender rearward to detach from body



2. OEM Fender Disassembly

a) Remove cover on underside (five screws)



b) Undo cable tie to free wiring and unplug indicator bullet connectors



c) Remove licence plate

d) Remove supporting metal frame (one 8mm bolt)



e) Remove indicators (14mm nuts) set aside plate, nut and washer for later use



f)



Remove licence plate light (two 8mm nuts) set aside licence plate light, two nuts, two flanged spacers and rubber

gasket for later use



3. Renken Fender Eliminator Instillation

a) Fit rubber gasket to fender eliminator bracket



b) Use flanged spacers to pin indicator bracket to the fender eliminator bracket



c) Install licence plate light and secure with two 8mm nuts



d) Attach fender eliminator bracket to body using supplied M8 bolts and nuts.

Note: For easy fitment the fender eliminator bracket should be attached to body before indicators are installed



e)

f)

g)

h)

i)

j)



Attach indicators to indicator bracket using the plates, nuts and washers that were set aside in step 1e

Feed wiring into body, reconnecting indicator bullet connectors and the 4 pin connector.

Rout wire loom around side of the frame

Attach licence plate

Reinstall seat

Instillation complete!



Terms &amp; Conditions:

Renken Honda Grom fender eliminator kit has been designed for the use of modifications. Renken is not responsible to misuse of products,

or verification of the transport regulatory authority. Installation should only be performed by experienced motorcycle mechanics. If you do

not possess the tools or experience to complete the instillation, contact a qualified mechanic. Failure to properly install this part could

result in damage of property or serious injury. Renken is not responsible for damages incurred from improper use or instillation.
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