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File preview

BATTERY OPERATED CRIMPER, CUTTER &amp; BENDER.



Model No. SL-NDM NEW to the “6 Series range”

7 Ton Compression tool with changeable heads.



SPECIFICATIONS

Ram stroke: 21mm

Motor:

14.4 VDC

Reservoir capacity:

45 cc

Force at die face:

70kN

SIZE

421 (L) x 95 (H) x 70 (W) mm

WEIGHT



REMARKS

















FEATURES

The SL-NDM Tool is an in line

battery operated 7ton output

tool with inter changeable

heads.



Dies are sold separately.

Pull Pin design for fast jaw

changes

Specify charger model &amp;

input voltage required.

Specify battery model

required.

Tested to 75Kv

Accepts W dies

Heads can be purchased

with fixed BG (SLBG), O

(SLO) and K (SLK) options.



LED light for work in low light

areas.

Insulated head standard on the

SL-6CJ crimping jaw.

Accommodates U Type dies for

installation of compression

fittings to copper, aluminium

and ACSR conductors.



4.2 kg (without battery)

ACCESSORIES

Ni-MH Batteries.

BP-70MH 3Ah Battery

Battery Chargers.

CH-100 Charger

Ni-Cad Batteries.

BP-70E 2Ah Battery

BP-70EI 2Ah Battery

Lithium Ion Battery pack.

BP-80li 3 AH



Interchangeable

heads

Crimping

capacity

Crimping

estimates

Cutting

Capacities

Bending

Capacity



SL-6CJ



SL-CH Cu/AL



SL-ACSR



SLCB-JAW



240mm² CU/AL

185mm² ACSR

100



100



100



50



300mm² Cu

240mm² Al



O.D 20mm

single core

1000 MCM

Cu
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