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GRAND-DUCHÉ DE LUXEMBOURG



SOCIÉTÉ NATIONALE DE

CERTIFICATION ET D'HOMOLOGATION

s.à r.l.



Ministère du Développement durable

et des Infrastructures



Registre de Commerce: B 27180



Département des Transports

L-2938 Luxembourg



L-5201 Sandweiler



Référence:



e13*168/2013*00462*00



Annexes:



- Rapport technique

- Fiche de renseignements du constructeur



Luxembourg, le 30 mai 2018



FICHE DE RÉCEPTION UE PAR TYPE D'UN VÉHICULE ENTIER

EU WHOLE-VEHICLE TYPE-APPROVAL CERTIFICATE



Communication concernant:

Communication concerning:



- la réception UE par type d'un véhicule entier

EU whole-vehicle type-approval



- l’extension de la réception UE par type d'un véhicule entier

extension of EU whole-vehicle type-approval



pour un type de véhicule complet



- le refus de la réception UE par type d’un véhicule entier



of a complete vehicle type



refusal of EU whole-vehicle type-approval



- le retrait de la réception UE par type d’un véhicule entier

withdrawal of EU whole-vehicle type-approval



en vertu du règlement (UE) N° 168/2013,

modifié en dernier lieu par le règlement (délégué de la Commission) (UE) N° …/…

complété par les règlements (UE) N° 3/2014, N° 44/2014 et N° 134 /2014 modifiés en dernier lieu

par le règlement (UE) N° 2018/295

with regard to Regulation (EU) N° 168/2013, as last amended by (Commission Delegated) Regulation (EU) N° …/…

supplemented by regulations (EU) N° 3/2014, N° 44/2014 and N° 134/2014 as last amended by regulation (EU) N° 2018/295



Numéro de réception UE par type:

e13*168/2013*00462*00



EU type-approval number:



Raison de l'extension:

not applicable



Reason for extension:



Page 1 of 8



e13*168/2013*00462*00



SECTION I

SECTION I



0.1.



Marque (dénomination commerciale du

constructeur):

SURRON, LIGHT BEE



Make (trade name of manufacturer):



0.2.



Type:

QL3000DY-2



Type:



0.2.1.



Variante(s):

not applicable



Variant(s):



0.2.2.



Version(s):



not applicable



Version(s):



0.2.3.



Appellation(s) commerciale(s) (le cas

échéant):

LIGHT BEE



Commercial name(s) (if available):



0.3.



0.4.



Catégorie, sous-catégorie et sous-souscatégorie du véhicule:

Category, subcategory and sub-subcategory of vehicle:



L1e-B



Raison sociale et adresse du constructeur du

véhicule complet:



Tibet New Summit Motor Co., Ltd.

No.65, Beijing Middle Road, Lasa City,

Tibet Autonomous Region,

850000, China



Company name and address of manufacturer of the

complete vehicle:



0.4.1



Chongqing Qiulong Technology Co., Ltd.

Qiezixi city industrial zones, Dadukou District,

Chongqing City China, 400082



Nom(s) et adresse(s) de(s) usines

d'assemblage:

Name(s) and addresse(s) of assembly plant(s):



0.4.2.



Nom et adresse du mandataire du

constructeur (le cas échéant):



KOHLA AB

Bondegatan 21, 11633 Stockholm, Sweden



Name and address of manufacturer’s authorised

representative, if any:



SECTION II

SECTION II



1.



Service technique responsable de la

réalisation des essais:

Technical service responsible for carrying out the tests:



2.



Date du rapport d'essais:

Date of test report:



3.



TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L-1852 Luxembourg

07.05.2018



Numéro du rapport d'essais:

Number of test report:



89-168/2013-260/18-00
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e13*168/2013*00462*00



SECTION III

SECTION III



Le soussigné certifie l’exactitude de la description, faite par le constructeur dans la fiche de

renseignements jointe, du type de véhicule décrit ci-dessus, dont un ou plusieurs échantillons

représentatifs, sélectionnés par l’autorité compétente en matière de réception UE par type, ont été

présentés en tant que prototypes du type de véhicule, et que les résultats d’essais joints s’appliquent au

type de véhicule.

The undersigned hereby certifies the accuracy of the manufacturer’s description in the attached information document of the vehicle type

described above, for which one or more representative samples, selected by the EU type-approval authority, have been submitted as

prototypes of the vehicle type and that the attached test results apply to the vehicle type.



1.



Le type de véhicule complet satisfait/

ne satisfait pas à l’ensemble des prescriptions

pertinentes énumérées dans l’annexe II du

règlement (UE) N° 168/2013.

The complete vehicle type meets/does not meet all relevant

requirements as listed in Annex II to Regulation (EU) N°

168/2013.



1.1.



Restrictions de validité:



not applicable



Restrictions of validity:



1.2.



Dérogations accordées:

not applicable



Waivers applied:



1.2.1.



Raisons des dérogations:

not applicable



Reasons for the waivers:



1.2.2.



Autres exigences applicables:

not applicable



Alternative requirements:



2.



La réception est accordée/étendue/refusée/

retirée:

The approval is granted/extended/refused/withdrawn:



2.1.



The complete vehicle type meets all relevant requirements as

listed in Annex II to Regulation (EU) N° 168/2013



the approval is granted



La réception est accordée conformément à

l’article 40 du règlement (UE) N° 168/2013 et

sa validité expire, par conséquent, le

jj/mm/aaaa.

The approval is granted in accordance with Article 40 of

Regulation (EU) N° 168/2013 and the validity of the

approval is thus limited to dd/mm/yyyy.



not applicable
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e13*168/2013*00462*00



Lieu:



Luxembourg



Place:



Date:

30 mai 2018



Date:



Signature:

Signature:



Pour le Ministre du Développement durable

et des Infrastructures



Pour la SNCH



Marco FELTES

Inspecteur Principal 1er en rang



Pièces jointes:

Attachments:



Laurent LINDEN

Attaché de Direction



- Dossier de réception

Information package

- Résultats d'essai

Test results

- Nom(s) et spécimen(s) de signature de la ou des

personnes autorisées à signer les certificats de

conformité et indication de leurs fonctions dans la

société

Name(s) and specimen(s) of the signature(s) of the person(s)

authorised to sign certificates of conformity and a statement of

their position in the company



- Spécimen complété du certificat de conformité

A completed specimen of the certificate of conformity



NB:

NB:



not applicable
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e13*168/2013*00462*00



Addendum à la fiche de réception UE par type

Addendum to the EU type-approval certificate



Liste des actes réglementaires aux prescriptions desquels le type de véhicule satisfait

List of regulatory acts with which the type of vehicle complies



refer to Appendix 1 - Page 10 to 13 of test report N° 89-168/2013-260/18-00
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GRAND-DUCHÉ DE LUXEMBOURG



SOCIÉTÉ NATIONALE DE

CERTIFICATION ET D'HOMOLOGATION

s.à r.l.



Ministère du Développement durable

et des Infrastructures



Registre de Commerce: B 27180



Département des Transports

L-2938 Luxembourg



L-5201 Sandweiler



Référence:



e13*168/2013*00462*00



Annexes:



- Rapport technique

- Fiche de renseignements du constructeur



Luxembourg, le 30 mai 2018



Index du dossier de réception

Index to type-approval report



Numéro de réception:

e13*168/2013*00462*00



Approval number:



Révision:



00



Revision:



Marque de fabrique ou de commerce:

Trade name or mark:



SURRON, LIGHT BEE



Type:

QL3000DY-2



Type:



1.



Procès-verbal d'essai:

Test report:



N° 89-168/2013-260/18-00



- Test report:

- Technical information:

- List of modifications:

- Addendum to the EU type approval certificate:

- Information of test reports by subject:

- Test minutes braking system:

- Test minutes audible warning device:

- Test minutes lighting installation:

- Test minutes max. engine power and torque:

- Test minutes tyre installation:

- Test minutes electromagnetic compatibility:

- Test minutes noise-measuring:

- Test minutes speedometer:

- Test minutes fuel tank:

- Test minutes passenger handholds and

footrests:

- Test minutes steer-ability:

- Test minutes of external projections:

- Test minutes masses and dimensions:

- Test minutes of maximum speed:



Page 1 to 6;

Appendix L - Page 7 &amp; 8;

Appendix 0 - Page 9;

Appendix 1 - Page 10 to 13;

Appendix 2 - Page 14 to 22;

Appendix 3 - Page 23 to 26;

Appendix 4 - Page 27;

Appendix 5 - Page 28;

Appendix 6 - Page 29 &amp; 30;

Appendix 7 - Page 31 &amp; 32;

Appendix 8 - Page 33 to 40;

Appendix 9 - not applicable;

Appendix 10 - Page 41 &amp; 42;

Appendix 11 - not applicable;
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Appendix 12 - Page 43;

Appendix 13 - Page 44;

Appendix 14 - Page 45;

Appendix 15 - Page 46;

Appendix 16 - Page 47.



e13*168/2013*00462*00



2.



Dossier du constructeur:

Report of the manufacturer:



N° 168/2013-QL3000DY-2-00



- List of content :

- Information document:



Page 1 &amp; 2.

Page 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19,

20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32 &amp; 33;

refer to list of content.



- Technical documentation:

3.



Autres documents annexés:

not applicable



Other documents annexed:



4.



Date de délivrance de la réception initiale:

Date of issue of initial type approval:



5.



Date de la dernière délivrance de pages

révisées:

Date of last issue of revised pages:



6.



30.05.2018



not applicable



Date de la dernière délivrance d'une réception

révisée:

not applicable



Date of last extension:
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SOCIÉTÉ NATIONALE DE

CERTIFICATION ET D'HOMOLOGATION



GRAND-DUCHÉ DE LUXEMBOURG



s.à r.l.



Ministère du Développement durable

et des Infrastructures



Registre de Commerce: B 27180



Département des Transports

L-2938 Luxembourg



L-5201 Sandweiler



Référence:



e13*168/2013*00462*00



Annexes:



- Rapport Technique

- Fiche de Renseignements du constructeur



Luxembourg, le 30 mai 2018



Annexe VIII

Annex VIII



Fiche des résultats d’essais

Test results sheet



refer to Appendix 2 - Page 14 to 22 of test report N° 89-168/2013-260/18-00



Page 8 of 8



TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



TEST REPORT

According to Council Directive on the approximation of

the laws of the Member States relating to the

Type-approval

of two or three-wheel motor vehicles

No.: Regulation (EU) No 168/2013

as last amended by

No.: Regulation (EU) No 134/2014

as last amended by Regulation (EU) No 2018/295



Previously granted

EC type – approval



Structure of the Test Report:



:



e13*168/2013*00462*00 (reserved)



0. General information

1. Tested vehicle(s)

2. Test record

3. List of appendices

4. Statement of conformity



The Test Report shall be reproduced and published in full by the client only. It shall however be

reproduced partially with the written permission of the Testing Laboratory only.



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



0. General information

0.1.



Make (trade name of the

manufacturer)



: SURRON; LIGHT BEE



0.2.



Type



: QL3000DY-2



0.3.



Category, subcategory of vehicle



: L1e-B



0.4.



Name and address of the

manufacturer



: Tibet New Summit Motor Co., Ltd.

No.65, Beijing Middle Road,

Lasa City, Tibet Autonomous Region,

850000, China



0.5.



No. of the information folder

-Date of issue

-Date of last change



: 168/2013-QL3000DY-2-00

: Dec. 18, 2017

: --



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



1. Tested vehicle(s)

1.1.



Description

: Two wheel moped



1.1.1 Vehicle

Commercial description



: LIGHT BEE



Type / variant(s) / version(s)



: QL3000DY-2 / ---/ ---



Identification number



: LB7KT0104HC326008(prototype vehicle)

Engine no.: 20171212082



1.1.2 Condition of vehicle(s)



: New, used, pretested



1.2.



Worst case selection



: The determination of worst case scenario was done

according QMA 1.301.005, section 6.2.2.2.



1.3.



Remarks



: All versions of the vehicle type as stated in the

information folder are covered by the tested vehicle

version(s) respectively.



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



2. Test record

2.1.



Equipment for measuring and

testing



: The test facilities / measurement equipment used were in

compliance with the test requirements.



2.1.1 Specifications for the test site



: Refer to the relevant Appendices



2.1.2 Subcontracting



: Not applicable



2.2.



Test results



: See Appendix 2



Remarks concerning extension



: The vehicle type has been tested according to the

modification(s) mentioned in appendix 0.

The new parts meet the requirements of the Regulations.

An actual practical test of the vehicle was not necessary.

The results of the previous test(s) are still valid.



2.2.1 Measurements



: All measurement results are listed and referred to the

respective limit(s) with judgment.



2.2.2 Alternative test provisions



: Not applicable



2.2.3 Attributive tests



: Not applicable



2.3.



Additional information



: The results of the test refer exclusively to the object(s)

mentioned under point 1.1. of this report.



Test site



: Motorcycle Test Technology Institute of China South

Industries Group Corporation

Xi`an, P.R.China



Test date



: Mar. 27, 2018 to Apr. 25, 2018



Remarks



: --



2.4.



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



3. List of Appendices

L



Technical information



: Pages 7 &amp; 8



0



List of modifications



: Page 9



1



Addendum to the EU typeapproval certificate



: Pages 10 to 13



2



Minimum information of the test : Pages 14 to 22

reports by subject



3



Test minutes of braking system : Pages 23 to 26



4



Test minutes of audible warning : Page 27

device



5



Test minutes of lighting

installation



6



Test minutes of max. torque and : Pages 29 to 30

max. continuous rated power



7



Test minutes of tyre installation : Pages 31 &amp; 32



8



Test minutes of EMC



9



Test minutes of noise measuring : Not applicable



10



Test minutes of speedometer

measuring



: Pages 41 &amp; 42



11



Test minutes of fuel tank



: Not applicable



12



Test minutes of passenger

handholds and footrests



: Page 43



13



Test minutes of steer-ability



: Page 44



14



Test minutes of external

projection



: Page 45



15



Test minutes of masses and

dimensions



: Page 46



16



Test minutes of maximum speed : Page 47



: Page 28



: Pages 33 to 40



Information document no.

(excluding drawings)



: 168/2013-QL3000DY-2-00

e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation



TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



4. Statement of conformity

The in section 0.5. mentioned information document and the type described in that comply with



the requirements mentioned on page 1.

With regard to the required level of performance to be achieved, the tested samples were

representative for the type to be approved (see section 1.2).

The mentioned test results refer to the vehicle(s)/object(s) described under section 1.1 of this

report.

Engineering Center, Shanghai, May 07, 2018

MSC



Simon Chen

Expert Technical Service



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Technical information about the vehicle type according to the TypeAppendix L

Approval Form of Annex III of the Communication concerning EC type approval

SECTION I

0.1.



Make (trade name of manufacturer)



: SURRON; LIGHT BEE



0.2.



Type (2)



: QL3000DY-2



0.2.1.



Variant(s) (2)



: ---



0.2.2.



Version(s) (2)



: ---



0.2.3.



Commercial name(s) (if available)



: LIGHT BEE



0.3.



Category, subcategory and sub-subcategory of

vehicle



: L1e-B



0.4.



Company name and address of manufacturer of

the complete vehicle



: Tibet New Summit Motor Co., Ltd.

No.65, Beijing Middle Road,Lasa City,

Tibet Autonomous Region,

850000, China



0.4.1.



Name(s) and address(es) of assembly plants



: Chongqing Qiulong Technology Co., Ltd.

Qiezixi city industrial zones, Dadukou

District, Chongqing City China, 400082



0.4.2.



Name and address of manufacturer’s authorised : KOHLA AB

representative, if any

Bondegatan 21, 11633 Stockholm,Sweden

SECTION II



1.



Technical service responsible for carrying out

the tests



: TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



2.



Date of test report



: May 07, 2018



3.



Number of test report



: 89-168/2013-260/18-00



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.

SECTION III



The undersigned hereby certifies the accuracy of the manufacturer’s description in the attached information document of the

vehicle type described above, for which one or more representative samples, selected by the EU type-approval authority, have

been submitted as prototypes of the vehicle type and that the attached test results apply to the vehicle type.



1.



The complete vehicle type meets / does not meet (1) all relevant requirements as listed in Annex

II to Regulation (EU) No 168/2013.



1.1.



Restrictions of validity (1) (6)



: Not applicable



1.2.



Waivers applied (1) (6) (7)



: Not applicable



1.2.1.



Reasons for the waivers (1) (7)



: Not applicable



1.2.2.



Alternative requirements (1) (7)



: Not applicable



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



List of modifications



Appendix 0



Correction of



: --



Modification of



: --



Addition of



: --



Deletion of



: --



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Variant /

version



Compliance



Remark



ENVIRONMENTAL AND PROPULSION UNIT PERFORMANCE REQUIREMENTS (EPPR)

Commission Delegated

Commission Delegated

Tailpipe emissions after

1

Regulation (EU) No

Regulation (EU) No

N.A.

cold start

134/2014 Annex II

2018/295

Tailpipe emissions at

Commission Delegated

Commission Delegated

2 (increased) idle/ free

Regulation (EU) No

Regulation (EU) No

N.A.

acceleration

134/2014 Annex III

2018/295

Commission Delegated

Commission Delegated

Emissions crankcase

3

Regulation (EU) No

Regulation (EU) No

N.A.

gases

134/2014 Annex IV

2018/295

Commission Delegated

Commission Delegated

4 Evaporative emissions

Regulation (EU) No

Regulation (EU) No

N.A.

134/2014 Annex V

2018/295

Commission Delegated

Commission Delegated

Durability of pollution5

Regulation (EU) No

Regulation (EU) No

N.A.

control devices

134/2014 Annex VI

2018/295

CO2 emissions, fuel

Commission Delegated

Commission Delegated

consumption, electric

6

Regulation (EU) No

Regulation (EU) No

N.A.

energy consumption

134/2014 Annex VII

2018/295

and electric range

Commission Delegated

Commission Delegated

OBD Environmental

7

Regulation (EU) No

Regulation (EU) No

N.A.

tests

134/2014 Annex VIII

2018/295

Commission Delegated

Commission Delegated

8 Sound level

Regulation (EU) No

Regulation (EU) No

N.A.

134/2014 Annex IX

2018/295

Procedures and

technical requirements

on maximum vehicle

Commission Delegated

Commission Delegated

design speed,

9

Regulation (EU) No

Regulation (EU) No

R85-00

maximum torque,

134/2014 Annex X

2018/295

maximum continuous

total power and

maximum peak power

Commission Delegated

Commission Delegated

Vehicle propulsion

10

Regulation (EU) No

Regulation (EU) No

N.A.

family definition

134/2014 Annex XI

2018/295



ECE approval

number



Appendix 1

ECE test

procedure



As amended

by



Regulatory act

reference



Subject



item



Addendum to the EU type-approval certificate



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



--



N.A.



all



Comply



--



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



--



N.A.



all



Comply



--



N.A.



N.A.



N.A.



--
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



VEHICLE FUNCTIONAL SAFETY REQUIREMENTS (VFSR)

Commission Delegated

Regulation (EU) No

3/2014 Annex II

Commission Delegated

Regulation (EU) No

3/2014 Annex III

Commission Delegated

Regulation (EU) No

3/2014 Annex IV



Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824



4



Manufacturer declaration

requirements regarding

endurance testing of

functional safety-critical

systems, parts and

equipment



Commission Delegated

Regulation (EU) No

3/2014 Annex V



5



Front and rear protective

structures



1



Audible warning devices



2



Braking, including antilock and combined brake

systems



3



Electrical safety



6



7



8



Glazing, windscreen

wipers and washers, and

defrosting and demisting

systems

Driver-operated controls

including identification

of controls, tell-tales and

indicators

Installation of lighting

and light- signalling

devices, including

automatic switching of

lighting



9



Rearward visibility



10



Rollover protective

structure (ROPS)



11



Safety-belt anchorages

and safety- belts



12



Seating positions (saddles

and seats)



R28-00



N.A.



all



Comply



--



R78-03



N.A.



all



Comply



--



N.A.



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

3/2014 Annex VI



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



N.A.



N.A.



--



Commission Delegated

Regulation (EU) No

3/2014 Annex VII



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



N.A.



N.A.



--



Commission Delegated

Regulation (EU) No

3/2014 Annex VIII



Commission Delegated

Regulation (EU) No

2016/1824



R60-00



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

3/2014 Annex IX



Commission Delegated

Regulation (EU) No

2016/1824



R74-01



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

3/2014 Annex X

Commission Delegated

Regulation (EU) No

3/2014 Annex XI

Commission Delegated

Regulation (EU) No

3/2014 Annex XII

Commission Delegated

Regulation (EU) No

3/2014 Annex XIII



Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824



R81-00



N.A.



all



Comply



--



N.A.



N.A.



N.A.



N.A.



--



N.A.



N.A.



N.A.



N.A.



--



N.A.



N.A.



all



Comply



--
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer

13



Steer-ability, cornering

properties and turnability



14



Installation of tyres



15



16



17



18



Vehicle maximum

speed limitation plate

and its location on the

vehicle

Vehicle occupant

protection, including

interior fittings and

vehicle doors

Maximum continuous

total power and/or

maximum vehicle

speed limitation by

design

Requirements on

vehicle structure

integrity



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Commission Delegated

Regulation (EU) No

3/2014 Annex XIV

Commission Delegated

Regulation (EU) No

3/2014 Annex XV



Commission Delegated

Regulation (EU) No

2016/1824

Commission Delegated

Regulation (EU) No

2016/1824



Commission Delegated

Regulation (EU) No

3/2014 Annex XVI



N.A.



N.A.



all



Comply



--



N.A.



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



N.A.



N.A.



--



Commission Delegated

Regulation (EU) No

3/2014 Annex XVII



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



N.A.



N.A.



--



Commission Delegated

Regulation (EU) No

3/2014 Annex XVIII



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



all



Comply



--



Commission Delegated

Regulation (EU) No

3/2014 Annex XIX



Commission Delegated

Regulation (EU) No

2016/1824



N.A.



N.A.



all



Comply



--
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



VEHICLE CONSTRUCTION AND GENERAL TYPE-APPROVAL REQUIREMENTS (VCR)

Powertrain tampering Commission Delegated

Commission

1 prevention measures

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

(anti-tampering)

44/2014 Annex II

(EU) No 2018/295

Arrangements for

Commission Delegated

Commission

2 type-approval

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

procedures

44/2014 Annex III

(EU) No 2018/295

Commission Delegated

Commission

Conformity of

3

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

production

44/2014 Annex IV

(EU) No 2018/295

Commission Delegated

Commission

Coupling devices and

4

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

attachments

44/2014 Annex V

(EU) No 2018/295

Commission Delegated

Commission

Devices to prevent

5

Regulation (EU) No

Delegated Regulation

R62-00

N.A.

unauthorised use

44/2014 Annex VI

(EU) No 2018/295

Commission Delegated

Commission

Electromagnetic

6

Regulation (EU) No

Delegated Regulation

R10-04

N.A.

compatibility (EMC)

44/2014 Annex VII

(EU) No 2018/295

Commission Delegated

Commission

7 External projections

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

44/2014 Annex VIII

(EU) No 2018/295

Commission Delegated

Commission

8 Fuel storage

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

44/2014 Annex IX

(EU) No 2018/295

Commission Delegated

Commission

9 Load platforms

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

44/2014 Annex X

(EU) No 2018/295

Commission Delegated

Commission

Masses and

10

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

dimensions

44/2014 Annex XI

(EU) No 2018/295

On-board diagnostics

Commission Delegated

Commission

11 (OBD) functional

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

requirements

44/2014 Annex XII

(EU) No 2018/295

Commission Delegated

Commission

Passenger handholds

12

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

and footrests

44/2014 Annex XIII

(EU) No 2018/295

Commission Delegated

Commission

Registration plate

13

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

space

44/2014 Annex XIV

(EU) No 2018/295

Access to repair and

Commission Delegated

Commission

14 maintenance

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

information

44/2014 Annex XV

(EU) No 2018/295

Commission Delegated

Commission

15 Stands

Regulation (EU) No

Delegated Regulation

N.A.

N.A.

44/2014 Annex XVI

(EU) No 2018/295



all



Comply



--



all



Comply



--



all



Comply



--



N.A.



N.A.



--



all



Comply



--



all



Comply



--



all



Comply



--



N.A.



N.A.



--



N.A.



N.A.



--



all



Comply



--



N.A.



N.A.



--



all



Comply



--



all



Comply



--



all



Comply



--



all



Comply



--
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Minimum information of the test reports by subject



Appendix 2



2.2.1.



(A) Environmental and propulsion unit performance



2.2.1.1.



Generic information on environmental performance

The test report shall contain the following generic test

data (only needed once per test type)



2.2.1.1.1.



Description of propulsion, propulsion family and drive- : See information document

train of test vehicle(s)



2.2.1.1.2.



Environmental step of test vehicle: Euro 3, Euro 4,

Euro 5



: N.A.



2.2.1.1.3.



Description of emission test bench(es), specifications

and settings



: N.A.



2.2.1.1.4.



Chassis/engine dynamometer(s) specifications



: Make: SNT

Type: ACD-075B106MC

Serial number: 31120120902



2.2.1.1.5.



Inertia (reference) mass and running resistance settings

for single/dual roll chassis dynamometer

- Equivalent inertia mass

- Rolling resistance of front wheel

- Aerodynamic drag coefficient



: 130 kg

: 11.4 N

: 0.0220 N/(km/h)2



2.2.1.1.6.



Comprehensive report of road test results for the

determination of test bench settings, including coast

down times for single/dual roll chassis dynamometer



: Not applicable



2.2.1.1.7.



Applicable test type I driving schedule (ECE R40

(with/without EUDC), ECE R47, WMTC stage 1,

WMTC stage 2, revised WMTC)



: ECE R47



2.2.1.1.8.



Description gearshift prescriptions for environmental

testing



: Not applicable



2.2.1.2.



Test type I: requirements: tailpipe emissions after cold : Not applicable

start

The following items specific to test type I shall be

provided
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



2.2.1.3.



Test type II requirements: tailpipe emissions at

(increased idle)/free acceleration



: Not applicable



2.2.1.4.



Test type III requirements: emissions of crank-case

gases



: Not applicable



2.2.1.5.



Type IV test requirements: evaporative emissions



: Not applicable



2.2.1.6.



Test type V requirements: durability of pollutioncontrol devices



: Not applicable



2.2.1.7.



Test type VI has not been assigned; consequently there : Not applicable

are no results to be submitted



2.2.1.8.



Test type VII requirements: measurement of CO2

emissions, fuel consumption, electric energy

consumption and electric range determination



2.2.1.8.1.



Details of test vehicle(s), its powertrain and pollution- : Not applicable

control devices explicitly documented and listed,

emission test laboratory equipment and settings if

different from data reported under items 2.1.2.1.1. to

2.1.2.1.10.



2.2.1.8.2.



Documentation added according to UNECE Regulation : Yes/no

No 101 (OJ L 138, 26.5.2012, p. 1)



2.2.1.8.3.



: Yes/no

The vehicle manufacturer has ensured that the CO2

emissions, fuel consumption, electric energy

consumption and electric range data are provided to the

buyer of the vehicle at the time of purchase of a new

vehicle



2.2.1.8.4.



A completed specimen of the test type VII result

format used to inform the buyer of the new vehicle is

added to the information document



: Yes/no



2.2.1.8.5.



Type VII test results, where applicable and for each

reference fuel tested



: Not applicable



2.2.1.8.6.



CO2 emissions and fuel consumption



: Not applicable



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00



Page 15 of 47



TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer

2.2.1.8.7.



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



CO2 emissions/fuel consumption (manufacturer’s

declared values)

Electric energy consumption and electric range



: Not applicable

: See Table 5-9



Table 5-9

Test type VII result table for pure electric propulsion or

equipped with not-externally-chargeable (NOVC) electric motor for propulsion



Pure electric powertrain



Measured electric

energy

consumption

(Wh/km)

27.6



Declared

electric energy

consumption

(Wh/km)

27



Measured

electric range

(km)



Declared

electric range

(km)



69.9



69



---



---



---



---



NOVC hybrid electric

powertrain



2.2.1.9.



Test type VIII requirements: environmental on-board

diagnostic (OBD)



: Not applicable



2.2.1.10.



Test type IX requirements: sound level



: Not applicable



2.2.1.11.



Propulsion unit performance test results



2.2.1.11.1.



Propulsion unit performance data to be provided to

: See appendix 16

measure/determine the maximum vehicle design speed



2.2.1.11.1.1.



: n.a.

Details of hardware and software of test vehicle(s),

fitted components and accessories referred to in Annex

X to Commission Delegated Regulation (EU) No

134/2014, Any deviations by test vehicle(s) from data

provided in information document, Annex I: yes/no. If

yes, please provide list with deviations relevant for

measuring the maximum vehicle design speed and gear

in which it was reached



2.2.1.11.1.2.



Test mass in running order: mass plus rider/driver



: See appendix 16



2.2.1.11.1.3.



Test fuel specifications



: Not applicable



2.2.1.11.1.4.



Powertrain lubricant specifications



: Not applicable



2.2.1.11.1.5.



Atmospheric pressure



: See appendix 16



2.2.1.11.1.6.



Relative humidity



: See appendix 16

e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation



TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00



Page 16 of 47



TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



2.2.1.11.1.7.



Ambient temperature



: See appendix 16



2.2.1.11.1.8.



Wind speed and direction on test track



: See appendix 16



2.2.1.11.1.9.



Test track condition (temperature, level of moisture

etc.)



: See appendix 16



2.2.1.11.1.10. Maximum vehicle design speed measured and gear in

which it is reached



: See appendix 16



2.2.1.11.1.11. Maximum vehicle design speed

2.2.1.11.1.12. Exemption L3e-A3 and L4e-A3 vehicles; maximum

vehicle design speed declared by manufacturer



: 40 km/h



2.2.1.11.2.



Propulsion unit performance data to be provided to

measure/determine the torque and power of the

propulsion on the engine dynamometer



: See appendix 6



2.2.1.11.2.1.



Details of propulsion(s) hardware and software tested, : Test equipment and settings

test equipment and settings relevant for propulsion unit see appendix 6

performance measurements on engine dynamometer

tests



2.2.1.11.2.1.1. List of components and part numbers/markings

: See information document

relevant for propulsion unit performance measurement

on engine dynamometer, referred to in Annex X to

Commission Delegated Regulation (EU) No 134/2014

2.2.1.11.2.1.2. Test fuel



: Not applicable



2.2.1.11.2.1.3. Powertrain lubricant specifications



: Not applicable



2.2.1.11.2.1.4. Atmospheric pressure



: Not applicable



2.2.1.11.2.1.5. Relative humidity



: Not applicable



2.2.1.11.2.1.6. Ambient temperature



: Not applicable



2.2.1.11.2.1.7. Correction factor for reference atmospheric conditions : Not applicable

α1

2.2.1.11.2.1.8. Correction factor for the efficiency of the transmission : Not applicable

α2

2.2.1.11.2.1.9. Engine cooling temperature



: Not applicable
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



2.2.1.11.2.1.10. Oil temperature at measuring point



: Not applicable



2.2.1.11.2.1.11. Exhaust temperature



: Not applicable



2.2.1.11.2.1.12. The manufacturer shall indicate the propulsion unit

performance test results below



: See appendix 6



2.2.1.11.2.1.13. Maximum permitted combustion engine/electric

motor/propulsion rotation speed



: See information document



2.2.1.11.2.1.14. Maximum net power combustion engine



: Not applicable



2.2.1.11.2.1.15. Maximum net torque combustion engine



: Not applicable



2.2.1.11.2.1.16. Maximum continuous-rated power electric motor



: See information document



2.2.1.11.2.1.17. Maximum continuous-rated torque electric motor



: See information document



2.2.1.11.2.1.18. Maximum current e-motor at maximum continuousrated power



: See information document



2.2.1.11.2.1.19. Maximum continuous total power for propulsion(s)



: Not applicable



2.2.1.11.2.1.20. Maximum continuous total torque for propulsion(s)



: Not applicable



2.2.1.11.2.1.21. Maximum peak power for propulsion(s)



: Not applicable



2.2.1.11.2.1.22. Power/mass in running order ratio



: Not applicable



2.2.1.11.2.1.23. Specific fuel consumption, g/kWh at maximum net

power and power



: Not applicable



2.2.1.11.2.1.24. Propulsion unit performance sweep graphs of total

power and torque vs. engine speed (1200 rpm to

propulsion speed governor rpm, step 400 rpm).

Secondary variables: spark angle, A/F ratio and mass

air-flow (measured or calculated)



: Not applicable



2.2.1.11.2.1.25. Maximum speed of vehicle and gear in which it is

reached ... km/h) (only for subcategories: L1e, L2e,

L6e, L7e-B1, L7e-C)



: 40 km/h



2.2.2.



(B) Functional safety test reports



2.2.2.1.



Front and rear protective structures
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



2.2.2.1.1.



Description and justification of the relevant provisions : Not applicable

against which the vehicles has been assessed



2.2.2.2.



Driver-operated controls including identification of

controls, tell-tales and indicators



2.2.2.2.1.



Detailed list of controls, tell-tales, tell-tales colours and : See information document

indicators of the vehicle



2.2.2.2.2.



Assessment of the visibility



2.2.2.3.



Installation of lighting and light-signalling devices,

including automatic light switching



2.2.2.3.1.



Specific test conditions (e.g. indicator-bulb

malfunction)



2.2.2.4.



Safety belt anchorages and safety belts



2.2.2.4.1.



Description and justification of the relevant provisions : Not applicable

against which the vehicle has been assessed



2.2.2.5.



Installation of tyres



2.2.2.5.1.



Maximum tyre envelope sizes applied for the clearance : Front outer diameter: 623 mm

assessment

section width: 69 mm

Rear outer diameter: 623 mm

section width: 69 mm

Vehicle occupant protection, including interior fittings

and vehicle doors



2.2.2.6.



: Passed



: Tests were carried out in

accordance with UNECE

Regulation No 74.01



2.2.2.6.1.



Values of radii measurement of interior projections in

sufficient detail



: Not applicable



2.2.2.7.



Maximum continuous total power and/or maximum

vehicle speed limitation by design



2.2.2.7.1.



Maximum vehicle speed and/or maximum continuous : Not applicable

total power for vehicles equipped with PI/CI

combustion engine limited by
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TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



(a) the properties, timing or presence of the spark



: Yes/no



igniting the fuel/air mixture in the cylinder(s)

(b) the amount of air intake of the engine



: Yes/no



(c) the amount of fuel intake of the engine



: Yes/no



(d) the mechanically-controlled output rotation speed : Yes/no

of the drive-train, such as clutch, transmission or final

drive

2.2.2.7.2.



Maximum vehicle speed and/or maximum power shall

be limited by means of two or more of the following,

for vehicles which are propelled by means of one or

more electric motors, including pure and hybrid

electric vehicles

(a) reduction of the maximum power output of one or

more electric motors based on the vehicle or

rotation speed as sensed internally to the electric

motor



: Yes/no



(b) reduction of the maximum power output of one or

more electric motors based on the actual vehicle

speed as sensed fully externally to the electric

Motor



: Yes/no



: Yes/no

(c) physical vehicle speed limitation by means of

internal or external components such as a maximum

achievable revolution speed of an electric motor

2.2.2.7.3.



Maximum vehicle speed and/or maximum power shall : Not applicable

be limited by means of two or more of the following,

for vehicles which are propelled by other means than

those referred to in 2.2.7.1. and 2.2.7.2.
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:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.

e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation



2.2.3. (C)



Vehicle construction test reports



2.2.3.1.



Arrangements for type-approval procedures



Delegated act

reference



Annex

No



Virtual

and/or selftesting



: See table below



Subject



Restrictions /

Comments



Only for subcategories

L3e-A3, L4e-A3 and

Testing procedures

L5e and does not

on maximum vehicle

include any other

design speed

propulsion unit

performance testing



Applied



Commission

Delegated

Regulation (EU)

No 134/2014



X



Self-testing



Commission

Delegated

Regulation (EU)

No 3/2014



II



Self-testing



Audible warning

devices



Installation only



Yes/no



VIII



Self-testing



Driver-operated

controls including

identification of

controls, tell-tales

and indicators



Speedometer only



Yes/no



IX



Virtual

testing



Installation of

lighting and lightsignalling devices



Dimensions only



Yes/no



X



Virtual

testing



Rearward visibility



Installation only; only

according to UNECE

Regulation No 81



Yes/no



XV



Virtual

testing



Installation of tyres



Only where clearance

exceeds 10 mm



Yes/no



XIV



Self &amp;

virtual

testing



Registration plate

space



XVI



Self-testing



Stands



V



Self-testing



Statutory plate and

EU type-approval

mark



Commission

Delegated

Regulation (EU)

No 3/2014

Commission

Delegated

Regulation (EU)

No 3/2014

Commission

Delegated

Regulation (EU)

No 3/2014

Commission

Delegated

Regulation (EU)

No 3/2014

Commission

Delegated

Regulation (EU)

No 44/2014

Commission

Delegated

Regulation (EU)

No 44/2014

This Commission

Implementing

Regulation(EU)

No 901/2014
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Yes/no



Yes/no



Only point 2.5. stand

retention systems
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2.2.3.2.



Requirements applying to coupling devices and

attachments



2.2.3.2.1.



Dynamic strength test (endurance test) coupling ball

and/or head: passed/failed



: Not applicable



2.2.3.2.2.



Test results dynamic strength test (endurance test)



: Not applicable



2.2.3.3.



Requirements applying to external projections



2.2.3.3.1.



Values of radii measurement of exterior projections in : See information document

and appendix 14

sufficient detail



2.2.3.3.2.



Description and justification of the relevant provisions : See appendix 14

against which the vehicle has been assessed



2.2.3.4.



On-board diagnostics (OBD) functional requirements



2.2.3.5.



Stands



2.2.3.5.1.



Detailed description and assessment of the system used : See information document

to prevent propulsion of the vehicle when the stand is

in use



3.



Test results sheet



3.1.



The test-results sheet appended to the EU typeapproval certificate, as set out in Article 30 of

Regulation (EU) No 168/2013 shall have the structure

and contain the information established in point 2.2. of

this Annex.



3.



Test results sheet



3.1.



The test-results sheet appended to the EU type-approval certificate, as set out in Article

30(3) of Regulation (EU) No 168/2013 shall have the structure and contain the

information established in point 2.2. of this Annex.
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:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Test minutes of braking system

0.



Test condition



0.1.



Test date



Appendix 3



: Mar. 28, 2018



0.1.1. Temperature



: 293 K



0.1.2. Wind speed



: 2.5 m/s



0.2.



Test site



: Xi`an, P.R.China



1.



Test facilities



: The test equipment used was in compliance with the

requirements of the Regulation.



2.



Test object(s)



2.1.



Type



: QL3000DY-2



Variant



: ---



Version



: ---



2.2.



2.3.



Technically permissible mass on axles

Axle 1 [kg]



: 57



Axle 2 [kg]



: 83



Load conditions of the vehicle during the test

Unladen



Laden



Axle 1 [kg]



57



57



Axle 2 [kg]



76



83



Total [kg]



133



140
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:

:
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2.4.



Number and arrangement of the axles : 2 axles



2.5.



Brief description of the service braking : Two independent service brakes acting on the front

device

and rear axles individually



2.6.



Front axle



: Hand lever, hydraulic transfer, disc brake



Manufacturer of the brake system



: Wenzhou libang enterprise co. Ltd.



Manufacturer of brake pad



: WKT



Rear axle



: Hand lever ,hydraulic transfer, disc brake



Manufacturer of the brake system



: Wenzhou libang enterprise co. Ltd.



Manufacturer of brake pad



: WKT



Other devices (anti-lock, etc…)



: n.a.
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:

:
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Tibet New Summit Motor Co., Ltd.



3. Test results

3.1. Dry stop test-single brake control actuated,

- Vehicle condition: laden, engine disconnected, initial brake temperature≥55ºC and ≤100°C



Conditions



Test speed

[km/h]



Measured

performance

[m/s2]



Measured force

applied to control

[N]



Front axle



36



3.63



60



Rear axle



36



2.90



67



3.2. Dry stop test-all service brake control actuated



: Not applicable



3.3. High speed test-all service brake control actuated



: Not applicable



3.4. Wet brake test-all service brake control actuated,

-vehicle condition: laden, engine disconnected, initial brake temperature≥55ºC and ≤100°C

Each service braking device applied separately and aave=2.53.0m/s2

3.4.1 Baseline test (Dry brake)

Measured performance

[m/s2]



Measured force

applied to

control



Conditions



Test speed



Front axle



[km/h]



Ave.



0.5-1s



Max



[N]



1



36



2.74



2.48



3.32



29



2



36



2.84



2.33



3.40



30



3



36



2.76



2.60



3.75



31



2.78



2.47



3.49



30



--



2.14

87%



2.91

83%



29



Average

Wet Brake stop test



36
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Measured force

applied to

control



Test speed



Rear axle



[km/h]



Ave.



0.5-1s



Max



[N]



1



36



2.60



2.20



3.59



34



2



36



2.55



2.09



3.32



29



3



36



2.56



2.23



3.57



30



2.57



2.17



3.49



31



--



2.09

96%



2.80

80%



30



Average

Wet Brake stop test



3.5.



Measured performance

[m/s2]



Conditions



36



Heat fade test (fade test)



: Not applicable
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:

:
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Tibet New Summit Motor Co., Ltd.



Test minutes of audible warning device



Appendix 4



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Mar. 28, 2018



1.



Test facilities



: The test equipment used was in compliance with the

requirements of ECE R28



2.



Test vehicle(s)



2.1.



Type

Variant

Version



: QL3000DY-2

: --: ---



2.2.



Identification number



: LB7KT0104HC326008(prototype vehicle)



2.3.



Type of horn



: DL128



2.4.



Approval number



: E13-28R-000614



3.



Test results



3.1.



Ambient noise in dB(A)



: 52



3.2.



Test voltage in V



: 13



3.3.



Max. sound pressure level in 7 m

distance in dB(A)



: 89



3.4.



Height of microphone above the

ground in m (0.51.5m)



: 1.0 m



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00



Page 27 of 47



TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:
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Test minutes of lighting installation



Appendix 5



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Mar. 27, 2018



1.



Test facilities



: The test equipment used was in compliance with the

requirements of the Regulation.



2.



Test vehicle(s)



2.1.



Type



: QL3000DY-2



Variant(s)



: ---



Version(s)



: ---



Identification number



: LB7KT0104HC326008(prototype vehicle)



3.



Test results



3.1.



Installation of lighting and lightsignalling devices



: According to UNECE R74-01



Conformity checks



: Requirements fulfilled



Method used for the definition of the

apparent surface



: Boundary of illuminating surface

Light emitting surface



Automatically switched-on headlamp : Daytime running lamp

The vehicle was equipped with headlamps that

switch on automatically in compliance with

UNECE Regulation No.74

Bend lighting



: Not applicable
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:

:
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Test minutes of max. torque and

max. continuous rated power



Appendix 6



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Apr. 09, 2018



1.



Test facilities



2.



Test vehicle(s)



2.1.



Type



: QL3000DY-2



Variant



: ---



Version



: ---



2.2.



Engine code / number



: 182ZW4835408 / 20171212082



3.



Engine performance



3.1.



Test conditions



: The test equipment used was in compliance with the

requirements of the Regulation.



3.1.1 Ambient temperature



: 298 K



3.1.2 Test voltage



: 60 V



3.1.7 Characteristics of the dynamometer

Make



: CHENGBANG



Type



: DL30
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4.

4.1.



:

:
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Detailed results of measurement

Net torque and power

Measured



4.2.



Motor

Speed



Torque



Power



r/min

3000

2958

2828

2781

2656

2563

2313

2141

2042

1745

1422

974

297

73



Nm

6.1

6.5

7.0

7.1

7.6

7.9

8.9

9.5

10.0

11.1

11.9

13.1

13.9

13.4



kW

1920

2022

2061

2081

2109

2123

2145

2140

2130

2026

1770

1331

432

105



Corrected

Power to be added

for auxiliary

equipment



Net

Torque



Net

Power



Cooling liquid

or air cooling

temp.



kW

0

0

0

0

0

0

0

0

0

0

0

0

0

0



Nm

6.1

6.5

7.0

7.1

7.6

7.9

8.9

9.5

10.0

11.1

11.9

13.1

13.9

13.4



kW

1920

2022

2061

2081

2109

2123

2145

2140

2130

2026

1770

1331

432

105



K

298

298

298

298

298

298

298

298

298

298

298

298

298

298



Maximum 30 minutes power

Time [min]



P [W]



rpm



Difference [%]



0



2016



2646



-1.75



5



2021



2646



10



2047



2646



-1.51

-0.24



15



2050



2641



-0.10



20



2070



2646



0.88



25



2069



2641



0.83



30



2090



2646



1.85



Average



2052



2646



4.2.1. Engine speed

(Declared by the manufacturer)

4.2.2. Maximum 30 minutes power

(Declared by the manufacturer)

4.2.3. Maximum 30 minutes power

(Test result)



: 2640 rpm

: 2.05 kW

: 2.052 kW
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Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Test minutes of tyre installation



Appendix 7



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Mar. 27, 2018



1.



Test facilities



: The test equipment used was in compliance with the

requirements of the Regulation (EU) 3/2014



2.



Test vehicle(s)



2.1.



Type



: QL3000DY-2



Variant



: ---



Version



: ---



2.2.



Identification number



: LB7KT0104HC326008(prototype vehicle)



2.3.



Maximum mass of vehicle [kg]



: 140



- axle 1 [kg]



: 57



- axle 2 [kg]



: 83



2.4.



Technically permissible axle weight

- axle 1 [kg]



: 57



- axle 2 [kg]



: 83



2.5.



Number and arrangement of the axles : 2 axles



2.6.



Tyre dimensions

- axle 1



: 70/100-19



- axle 2



: 70/100-19



2.7.



Minimum load index and speed index

: 42M (actual) / 16B (required)

- axle 1

- axle 2



: 42M (actual) / 22B (required)
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2.8.



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



Clearance



: The space in which the wheels revolve allows

unrestricted movement when the maximum

permissible size of tyres is used, within the

minimum and maximum suspension, steering and

wheel guard constraints provided by the

manufacturer.



Load and speed capacity



: The maximum load ratings and speed category

symbols of the used tyres cover the maximum

permissible axle mass declared by the vehicle

manufacturer and the maximum design speed of the

vehicle.



Tyre pressures



: The declared cold tyre pressures are stated on the

vehicle. See information document
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:
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Test minutes of EMC



Appendix 8



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Apr. 25, 2018



1.



Test facilities



: The test equipment used was in compliance with the

requirements of the Regulation.



2.



Test vehicle(s)



2.1.



Type



: QL3000DY-2



Variant



: ---



Version



: ---



2.2.



Identification number



: LB7KT0104HC326008(prototype vehicle)



2.3.



Engine / Motor number



: 20171212082



2.4.



Sort of engine / motor



: Winding
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3. Test results of broadband electromagnetic emissions from vehicle(Annex 4)

: Closed installation

3.1. Test condition

3.2.



Distance of the antenna (m)



: 3



3.3.



Height of the antenna (m)



: 1.8



3.4.



Engine / Motor revolution for radiated : 40 km/h

broadband emissions



80



80



ECE R10 Broadband PK 3m



ECE R10 Broadband PK 3m

70



70



60



60



ECE R10 Broadband QP 3m



ECE R10 Broadband QP 3m

50

Level in dBuV/m



Level in dBuV/m



50



40



30



40



30



20



20



10



10



0

30M



0

30M



50



60



80



100M



200



300



400



500



800



50



60



80



100M



1G



200



300



400



500



800



1G



Frequency in Hz



Frequency in Hz



Left hand side antenna vertical



Left hand side antenna horizontal

80



80



ECE R10 Broadband PK 3m



ECE R10 Broadband PK 3m

70



70



60



60



ECE R10 Broadband QP 3m



ECE R10 Broadband QP 3m

50

Level in dBuV/m



Level in dBuV/m



50



40



40



30



30

20



20

10



10



0

30M



0

30M



50



60



80



100M



200



300



400



500



800



1G



50



60



80



100M



200



300



400



500



800



1G



Frequency in Hz



Frequency in Hz



Right hand side antenna horizontal



Right hand side antenna vertical



The measurement has been taken over the range of frequencies from 30 to 1000 MHz.
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4. Test results of broadband electromagnetic emissions from vehicle (Annex 4):

(REESS in charging mode coupled to the power grid)

4.1. Test condition

: Closed installation

4.2.



Distance of the antenna (m)



: 3



4.3.



Height of the antenna (m)



: 1.8



80



80



ECE R10 Broadband PK 3m



ECE R10 Broadband PK 3m

70



70



60
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5. Test results of narrowband electromagnetic emissions from vehicle (Annex 5):

: Closed installation

5.1. Test condition

5.2.



Distance of the antenna (m)



: 3



5.3.



Height of the antenna (m)



: 1.8
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The measurement has been taken over the range of frequencies from 30 to 1000 MHz
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6. Test results of immunity to electromagnetic radiation (Annex 6): Pass

(Other than REESS in charging mode coupled to the power grid)

: Free field

Test method

Specified frequency range



: 20 ~ 2000 MHz in vertical polarization



Alternatively spot frequencies



: 27, 45, 65, 90, 120, 150, 190, 230, 280, 380, 450, 600,

750, 900, 1300 and 1800 MHz



Field strength



: 30 V/m rms (over 90% of 20~2000 MHz)



Vehicle speed



: 25 km/h



During the tests performed in accordance with Annex 6, there was no any degradation of performance

of “immunity related functions” listed below.

"50 km/h cycle" vehicle test conditions



Failure criteria



Vehicle speed 50 km/h (respectively

25 km/h for L1, L2 vehicles) 20 per cent

(vehicle driving the rollers). If the vehicle is

equipped with a cruise control system, it

shall be operational.



Speed variation greater than 10 per cent of

the nominal speed. In case of automatic

gearbox: change of gear ratio inducing a

speed variation greater than 10 per cent of

the nominal speed.



Dipped beams ON (manual mode)



Lighting OFF



Direction indicator on driver's side ON



Frequency change (lower than 0.75 Hz or

greater than 2.25 Hz). Duty cycle change

(lower than 25 per cent or greater

than 75 per cent).



Horn OFF



Unexpected activation of horn



7. Test results of immunity to electromagnetic radiation (Annex 6): Pass

All other equipment which can be switched on permanently by the

driver or passenger should be OFF.

Only non-perturbing equipment shall be used while monitoring the

vehicle. The vehicle exterior and the passenger compartment shall be

monitored to determine whether the requirements of this annex are met

(e.g. by using (a) video camera(s), a microphone, etc.)



: Pass

: Pass



There was no any degradation of performance of “immunity related functions” listed below

“REESS in charging mode” vehicle test conditions



Failure criteria



The REESS shall be in charging mode (engine OFF). The REESS state of

charge shall be agreed in between the manufacturer and the Technical Service.



Vehicle sets in motion
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8. Test results for emission of harmonics generated on AC power lines from vehicle (Annex 11)：

8.1.



Test set up



: According to IEC 61000-3-2



8.2.



Test result



: Maximum harmonic current is lower than the

limit in Table 3



9. Test results for emission of voltage changes, voltage fluctuations and flicker on AC power

lines from vehicle (Annex 12)：

9.1. Test set up

: According to IEC 61000-3-3

9.2.



Test result



: Pass

Maximum Flicker results



EUT values



Limit



Result



Pst



0.028



1.00



PASS



Plt



0.028



0.65



PASS



dc [%]



0.038



3.30



PASS



dmax [%]



0.091



4.00



PASS



dt [s]



0.000



0.50



PASS



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00



Page 38 of 47



TÜV Rheinland Group

Test Report No.: 89-168/2013-260/18-00

Vehicle type

Manufacturer



:

:



QL3000DY-2

Tibet New Summit Motor Co., Ltd.



10. Test results for emission of radiofrequency conducted disturbances on AC or DC

power lines from vehicle (Annex 13)：

10.1. Test set up



: According to CISPR 16-2-1 &amp;16-1-2



10.2. Test result



: Pass
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Test results for emission of radiofrequency conducted disturbances on network and

telecommunication access from vehicle (Annex 14)：not applicable



12. Test results for immunity of vehicles to electrical fast transient/burst disturbances

conducted along AC or DC power lines (Annex 15)：

All other equipment which can be switched on permanently by the driver : Pass

or passenger should be OFF.

Only non-perturbing equipment shall be used while monitoring the : Pass

vehicle. The vehicle exterior and the passenger compartment shall be

monitored to determine whether the requirements of this annex are met

(e.g. by using (a) video camera(s), a microphone, etc.)

There was no any degradation of performance of “immunity related functions” listed below

“REESS in charging mode” vehicle test conditions



Failure criteria



The REESS shall be in charging mode (engine OFF). The REESS state of

charge shall be agreed in between the manufacturer and the Technical Service.



Vehicle sets in motion



13. Test results for immunity of vehicles to surges conducted along AC or DC

power lines (Annex 16)：

All other equipment which can be switched on permanently by the driver : Pass

or passenger should be OFF.

Only non-perturbing equipment shall be used while monitoring the : Pass

vehicle. The vehicle exterior and the passenger compartment shall be

monitored to determine whether the requirements of this annex are met

(e.g. by using (a) video camera(s), a microphone, etc.)

There was no any degradation of performance of “immunity related functions” listed below

“REESS in charging mode” vehicle test conditions



Failure criteria



The REESS shall be in charging mode (engine OFF). The REESS state of

charge shall be agreed in between the manufacturer and the Technical Service.



Vehicle sets in motion
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Test minutes of speedometer measuring



Appendix 10



0.



Test condition



0.1.



Test place



: Xi`an, P.R.China



0.2.



Test date



: Mar. 28, 2018



1.



Test facilities



: The test equipment used was in compliance with the

requirements of the Regulation.



2.



Test vehicle(s)



2.1.



Type



: QL3000DY-2



Variant



: ---



Version



: ---



2.2.



Identification number



: LB7KT0104HC326008(prototype vehicle)



3.



Vehicle designed Vmax [km/h]



: 40



4.



Actual mass as tested [kg]



: 133



5.



Distribution [kg]



6.



6.1.



Tyre dimensions



Tyre pressure [kPa]



Axle 1



: 57



Axle 2



: 76



Axle 1



: 70/100-19



Axle 2



: 70/100-19



Axle 1



: 225+20



Axle 2



: 225+20



7.



Speedometer



7.1.



Make(s)



: BX



7.2.



Type of speedometer



: 25100-YQ2B-0000



8.



Measurement



8.1.



Temp. at speedometer (°C)



: 20
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: Passed



Test result



Test

No.



Displayed speed

“V1” (km/h)



Test speeds

“V2” (km/h)



Error

“V1-V2” (km/h)



Limit (km/h)



1



40



39.0



1.0



7.9



e13*168/2013*00462*00

Société Nationale de Certification et d'Homologation

TÜV Rheinland Luxemburg GmbH

2a, Kalchesbruck

L – 1852 Luxemburg



Telefon: 00352 / 522909

Telefax: 00352 / 523105



Master_ SNCH _en _R11

89-168/2013-260/18-00



Page 42 of 47












        

  


      Download Surron Lightbee CoC-Papiere

        


        Surron_Lightbee_CoC-Papiere.pdf (PDF, 4.46 MB)

        

        Download PDF


        

    


  




        
  Share this file on social networks

  

  

  
    
      
    
     
  
    
      
    
     
  
    
      
    
     
  
    
      
    
  
  







        
  
  Link to this page

  


  Permanent link

    Use the permanent link to the download page to share your document on Facebook, Twitter, LinkedIn, or directly with a contact by e-Mail, Messenger, Whatsapp, Line..


  
  
  Copy link
  

  

  
      


      Short link

      Use the short link to share your document on Twitter or by text message (SMS)


      
        
          
          Copy link
        

      
      

  


  HTML Code

    Copy the following HTML code to share your document on a Website or Blog


  
  
    PDF Document Surron Lightbee CoC-Papiere.pdf
    Copy code
  

  
  



  QR Code to this page

    

      

      


      
  

  
  




This file has been shared publicly by a user of PDF Archive.

Document ID: 0001937132.

 Report illicit content





      

    

  













  
  
    
      
        
          
        

        
          2023 · 
          Legal notice · 
          Terms of use

          Privacy policy / GDPR ·

          Privacy settings ·

          Contact
          

          Report illicit content · 
          FR · 
          EN
        

      

    

  





















    